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ERRATA 

Since the thesis was submitted, the following minor errors have been 
discovered in the document. All of these have been corrected in the 
version you are reading now. Other than corrections for these errors, 
this version is identical to the submitted thesis. 

Page 13, in fourth paragraph, "This work will assume that the all stations" 
should be "This work will assume that all the stations" 

Page 23, in second line of caption of Figure 2.1: 

reference should be to equation 2.12 instead of 2.11. 
(fixed in paper TR) 

Page 24, 3 lines up from bottom of page, "of an interfering transmissions." 
should be "of an interfering transmission." 

Page 26, 13 lines up from bottom of page, 

"system wide" should be "system-wide" 

Page 27, in footnote number 9, 

"the recent past might be good-enough predictor" should be 
"the recent past might be a good-enough predictor" . 

Page 33, 8 lines up from bottom of page, 

"schedule will be a divided into equal-length slots ..." should be 
"schedule will be divided into equal-length slots ...". 

Page 36, wrong type of dash before "see Section 3.1.6" 

Page 47, 5 lines up from bottom of page, 

In the text "Where x is the top 38 bits ..." the letter x 
should be set in italic font. (fixed in paper TR) 

page 68, wrong type of dash before "see Chapter 3" 

In places where a sentence ends with a capital letter (e.g. from an 
abbreviation like "dB" or "dBW") immediately before the period, LaTeX 
was misled into believing that the period did not indicate the end of a 
sentence. This resulted in too little space set after the period. This 
occurs twice on page 23, once each on pages 24 and 28, twice on page 29, 
once on page 40, twice on page 46, thrice on page 47, once on page 48, 
thrice on page 49, twice on page 50, and once each on pages 52, 56 and 75. 
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ABSTRACT 

This thesis addresses the problems of managing the transmissions of stations in a 
spread-spectrum packet radio network so that the system can remain effective when 
scaled to millions of nodes concentrated in a metropolitan area. The principal diffi- 
culty in scaling a system of packet radio stations is interference from other stations in 
the system. Interference comes both from nearby stations and from distant stations. 
Each nearby interfering station is a particular problemrbecause a signal received from 
it may be as strong as or stronger than the desired signal from some other station. 
Far-off interfering stations are not individually a problemFsince each of their signals 
will be weakerrbut the combined effect may be the dominant source of interference. 

The thesis begins with an analysis of propagation and interference models. The 
overall noise level in the system (mainly caused by the many distant stations) is then 
analyzedrand found to remain manageable even as the system scales to billions of 
nodes. A scheme for designing a scalable packet radio network is then presented. 
Included is a method of scheduling packet transmissions to avoid collisions (caused 
by interference from nearby stations) without the need for global coordination or 
synchronization. Simulations of a system of one thousand stations are used to verify 
and illustrate the methods used. 

A method of choosing routes (minimum-energy routes) is demonstrated in simu- 
lation to produce a fully connected and functional network for one hundred and one 
thousand randomly placed stations. UnfortunatelyTcongestion as the system scales is 
unavoidable if the traffic is not limited to some degree of locality. If traffic is limited 
to a few hopsrthen for a large system the techniques presented in this thesis are 
superior to ideal time division multiplexing of a clear channel. 
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Chapter 1 
Introduction 



This work addresses issues relevant to realizing a large-scale packet radio network in 
which the stations are cooperative but at the same time autonomous and not depen- 
dent upon any installed infrastructure. The issues addressed include the growth of 
the noise level as the system scalesrthe technical challenge of controlling access to the 
channel without any centralization of controirand strategies for routing. Scalability 
and decentralization of control are the primary concerns throughout this work. 

1.1 Perspective 

Telecommunication is achieved by either sending signals through cables or by letting 
generated signals propagate naturally through space as electromagnetic radiation (e.g. 
radio waves). Cables can provide seemingly unlimited bandwidthTbut require capital 
investment to obtain right of way and install. Radio waves require no capital invest- 
ment nor right of way for propagationrbut the radio spectrum is heavily regulated 
by governments and is usually thought to be scarce. 

The technologies of both media are advancing. In the case of cablesrthe amount of 
bandwidth available through a given cross section of cable increases as the technology 
improves for modulating and detecting light at high bandwidths (in fiber-optic cables). 
Howeverrthe fixed costs of labor-intensive installation can continue to dominate the 
costs of communication by cables and keep them expensive despite improvements in 
technology. 

In the case of radiosrimprovements in technology both improve the efficiency of 
spectrum use (from better coding and signal processing) and increase the amount of 
spectrum available for communication (as the construction of electronics to operate 
at higher radio frequencies becomes practical). Though the radio spectrum is often 
believed to be scarcerthe increasing practical accessibility of higher frequency bands 
shouldrfor a whilermore than offset increasing demand for spectrum. The maximum 
operating frequency of electronics for computers is currently increasing exponentially 
as a function of timerwith a doubling time of two or three years. 1 The fundamental 
limits of electronic circuit performance that determine maximum operating frequency 



J For how many more decades this trend will continue is unclear. 



are no different for radio electronics. These high speed electronic circuits are necessary 
for the practical accessibility of higher frequency radio bands. Understanding thisr 
the believed scarcity of the radio spectrum is a myth. 2 

This work proceeds from the assumption that a significant amount of spectrum will 
be available for unlicensed operation directly between consumer-owned devices and 
that it will be possible to build the electronics to operate at the available frequencies. 
Indeedrin the U.S. there are already frequency bands available for unlicensed use 
that can support reasonably high data rates. 3 Wireless LANs and point-to-point 
radio systems (for use between buildings) with maximum ranges of a few kilometers 
are commercially available today. Users are already buying their own unlicensed 
radio equipment and installing and using it to connect computer networks across 
town without having to pay any ongoing fee to a service provider. The customers 
own the equipment and take responsibility for maintenance. No one has responsibility 
for coordination between these systems. Observing this developing situation triggered 
the motivating questions for this work: Can this situation last? What if this growing 
anarchy of wireless communication really catches on? Will these point-to-point links 
continue to work if there are millions of them in a metropolitan area? How far can 
this scale? 

As will be seenHf the devices are to communicate over any distance that is large 
with respect to the average spacing between devicesrthen the devices will need to 
cooperate and relay messages for other devices. It will be most useful if these devices 
can organize themselves into a larger relaying system without any engineering of 
the deployment of devices. OtherwiseFwhomever is responsible for engineering and 
deploying any "backbone" devices will need to be ensured compensation for their 
efforts. The self-organizing ability does not rule out someone deploying infrastructure 
capable of communicating with these devices and then only allowing paying customers 
to benefit from this deployed infrastructure. Butrfrom a technical standpointrusers 
should be able to make use of the device to communicate with others in the area who 
have these devices without necessarily needing to contract with some communication 
provider. By designing the devices to cooperate in forwarding of trafficrthe usefulness 
and value of the devices are enhanced. 



1.2 Multihop packet radio networks 

A packet radio network consists of a number of packet radio stations that communicate 
with each other. A packet radio network carries messages in packets like a wired 
packet network (with nodes forwarding each packet separately) Tbut uses radio signals 
instead of wires to carry the packets between stations. A packet radio network could 



2 The spectrum that will eventually be available for radio communication is not unlimited. The 
atmosphere is effectively transparent only at frequencies below 10 GHz. Between 10 GHz and 
500 GHz the atmospheric attenuation as a function of frequency varies between 0.01 dB/km and 
50 dB/km, and below 100 GHz is always less than 1 dB/km except in the 2 absorption band from 
53 GHz to 67 GHz where the attenuation is as high as 16 dB/km. For further information see [Fre87] 
and [CCI86]. 

3 See 47 CFR 15.247 in the U.S. Code of Federal Regulations. 
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be an extension of a larger packet network in which packets might travel over both 
wires and radio signals. Each station in a packet radio network includes an embedded 
computer to perform packet routing and forwarding functionsr radio transmitting 
and receiving equipmentrand a port for connecting to a local terminaircomputerFor 
network. In a multihop packet radio network each station participates cooperatively 
in forwarding traffic between other stationsr thereby extending the communication 
range of each station to include all transitively reachable stations. 

A fairly general model of packet radio networks will be presentedrand then some 
simplifying assumptions will be made for the remainder of this work. After this model 
has been presentedrthe related work will be discussed in terms of this model. 

The framework consists of three parts: a model of a signal (used to model the 
received and transmitted signals) T a model of propagationrand a model for which 
transmissions are successfully received by the intended recipient. The design space 
within this framework includes controlling what signals are transmitted (including the 
amount of power)Twhen the transmissions occurFand to some extent the behavior of 
the receiver. 

A signal (transmitted or received) is most completely modeled as a real-valued 
function of time. The signal transmitted by station i is denoted by Sj(£). The re- 
ceived signal at station i is denoted by i/i(t). At times when a station is not trans- 
mitting a messagerits output signal is zero. When one station wishes to convey a 
message to a anothernt transmits a signal that influences the signal received by the 
receiver. The receiver attempts to recover the message from the received signal. 4 
The details of designing signals to carry messages and designing receivers to detect 
messages from received signals are beyond the scope of this workrbut we do need 
to understand what performance can be realistically achievedrand what parameters 
determine performance. 

The two parameters of a transmitted signal that are important for understanding 
system performance are the transmitted signal's power level and its bandwidth. Both 
of these parameters are limited by government regulation and by the limitations 
of the particular transmitter hardware. Transmitter power will be assumed to be 
controllable. (Bandwidth is most likely fixed at time of manufacture.) Successful 
reception of the message at the receiver will depend upon receiver performancerthe 
total power level of interfering signals at the receiverrand the received power level of 
the signal containing the message. The influence transmitted signals have on received 
signals is determined by propagation. 

Propagation and noise determine the received signals as a function of the trans- 
mitted signals. Assuming linearity and time-invariancera general model is 



M 



y i (t) = n i (t) + J2 h iA t )* s A t ) (1-1) 

where M is the number of stationsr/iy(£) is the response at station i to an impulse 



4 The word signal here refers to the entire received signal. Later this same word is used to refer 
to just the component of the whole received signal that is due to the transmitted signal from which 
a message is to be extracted. 
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in time transmitted by station j (the hij(t) will be collectively referred to as the 
propagation matrix H)Trii(t) is the signal due to thermal noise at station iT and 
the symbol * represents convolution. This model for propagation is not much of 
a simplification of the real world (the world between antennas is mostly linear and 
time-invariant). Some other traditional areas of research (described in the related 
work section) use simpler models for signals and propagation that are incapable of 
capturing two important aspects of propagationrinterferenceFand detection. These 
aspects cannot be ignored if large-scale packet radio networks are to be accurately 
modeled. 

Interference may come from a variety of sourcesr including thermal noiser at- 
mospheric effectsrother man-made devices operating at radio frequenciesFand even 
extraterrestrial sources. The only external source of interference included in Eq. 1.1 
is the thermal noise. Note that interference due to transmissions from other stations 
in the packet radio network is included explicitly in the summation. Thermal noise 
will be shown to be insignificant compared to the effect of interference from other 
stations in the system designed here (and we will soon ignore it). HoweverFin a sys- 
tem where only one station transmitted at a time (into an otherwise clear channel)T 
the performance would be limited by the thermal noise. 

The impulse response hij(t) is a general model for propagation in that it can 
represent the strength of the propagationrthe propagation delayTand any multi-path 
propagation. Both propagation delay and multi-path effects will be ignored for the 
remainder of this workrso hij(t) will be assumed to be a just a scalar multiple of the 
unit impulser/ijj • S(t)Fand Eq. 1.1 can be simplified to 



M 



y i (t) = n i (t) + J2 h H s A t ) (1-2) 

where the h^ are now scalars instead of functions. 5 The propagation model is not 
complete until the h^ are specified. In the real worldrstations will observe the actual 
propagation between stations that are capable of direct communication. The exact 
value of propagation between each pair of stations not capable of direct communica- 
tion will not be important. In this workrpropagation will be modeled by setting each 
hij proportional to 1/r^ where r^ is the distance from station i to station j. This 
model corresponds to the familiar 1/r 2 free space loss (in power) for electro-magnetic 
radiation. 6 



5 Propagation delay and multi-path propagation are important effects to be considered when ac- 
tually designing the system, but the effects are not important to this work. If necessary, actual 
delays could be observed and easily compensated for in the scheduling technique presented in Chap- 
ter 3. The successful detection of wide-band spread-spectrum signals (which this work will use) is 
particularly robust to interference from multi-path propagation. If necessary, a rake receiver can 
be employed to detect and combine the separately arriving copies of a transmitted signal. Rake 
receivers are described in [SOSL94]. 

6 The power of a signal captured by an antenna is proportional to the power per unit area of the 
incident electro-magnetic radiation. The power per unit area falls off as the inverse square of the 
distance from the source. The voltage measured on the feedline is proportional to the square root 
of the power on the feedline. See [RR64] Chapter 4. 
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Actual propagation in most cases will either be nearly equal to the free space 
propagation (when the antennas are within radio line of sight) or will be attenuated 
(when there are obstructions). Hencerassuming free space propagationrwe will tend 
to accurately model the strength (at a receiver) of the stronger signals from nearby 
sources while overestimating the strength of the many weaker signals from more 
distant transmitters. 

Whether or not a given packet transmission will be successfully received in a real 
network will depend upon many technical details. HoweverFa bound on the perfor- 
mance of the receiver can be derived from Shannon's capacity theorem 7 if we assume 
that the receiver makes no attempt to model and subtract the interfering signals. 
This assumption is reasonable given the number of interfering signals expected in a 
network of many stations. Techniques for multiuser detection that do estimate the 
interfering signals can surpass the bounds derived from Shannon's capacity theoremr 
but are only practical when the number of interfering signals is few. 8 

Shannon's theorem bounds the capacity C of a communication channel by a func- 
tion of the average signal power STthe average interfering noise power AT and the 
bandwidth W: 

C<W\og 2 (l + ^y (1.3) 

This bound can be used to provide a model for successful reception of a transmis- 
sion if we assume that the transmitter and receiver are attempting to optimize the 
probability of successful reception. Achieving the Shannon bound is not practically 
possiblerbut for a reasonable effortra capacity can be achieved that corresponds to 
the Shannon bound for a situation a few dB worse in signal-to-noise ratio. 

In generairstations might vary the rate at which they communicate depending on 
the observed interference. This work will assume that all the stations will communi- 
cate at some rate that is fixed by the designrand will address what this rate should 
be. 

A packet will be successfully received at a station i from station k ifT while it is 
being receivedrthe received signal-to-noise ratio is at least some small factoTa; > 1 
(and probably around 3)rmore than the minimum required signal-to-noise ration. e. 

£>a(2#-l). (1.4) 

C is now not exactly the capacityTbut the data rate at which the stations are at- 
tempting to communicate. The signal strength S is the power of the signal received 
at station i from the sending station k (i.e. the power in the signal hikSk(t)) and N 



7 [Sha48] 

8 Verdii in [Ver89] suggests that multiuser detection might be possible when the number of in- 
terfering signals does not exceed 10 to 15, and states that the complexity of multiuser detection is 
exponential in the number of interfering signals. The packet radio networks considered here might 
nevertheless benefit from receivers that model and subtract only a few of the strongest interfering 
signals, but consideration of this potential improvement of receiver performance will remain beyond 
the scope of this work. 
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is the power contained in the sum of the interfering signalsr 

M 

N = m(t)+ £ h ZJ (t) Sj (t). (1.5) 

The power in this signal is the same as the sum of the powers of each of the interfering 
signalsras we have assumed that the signals are uncorrelated and of zero mean. As 
will be shown in Chapter 2rin a large system the interference from other stations 
will dominate any thermal noiseFso the thermal noise will now be ignored. Hence 
the signal-to-noise ratio at a receiver i for the transmission from station k can be 
computed (for purposes of simulation) from just the powers of the transmitted signals 
and the hi/s squaredf 



S \ hn.Pi 



(1.6) 



The Pj'srand hence S and AT are actually all functions of time and vary as stations 
begin and end transmissions and vary transmitter power levels. The criterion for 
successful reception of a packet is then that the signal-to-noise ratio be greater than 
the required minimum for the duration of its receptionrwhich can be determined from 
the power levels alone. 

The signal-to-noise ratios in the system designed here will in general be signifi- 
cantly less than one. Therefore we can approximate log 2 f 1 + |p) in Eq. 1.3 as ^ 
(approximately 1.44a;) so raw throughput is roughly proportional to signal-to-noise 
ratio. 

1.3 Spread spectrum 

Spread spectrum 9 will play a key role in this work. This term is used to describe 
techniques for practically achieving communication by radio when the signal-to-noise 
ratio is less than one (within the used bandwidth). Techniques of spread-spectrum 
communication first came of interest as a means of communication with resistance 
to hostile jamming. More recentlyT interest in spread-spectrum systems has devel- 
oped in other application areasFsuch as cellular telephone systems and wireless local 
area networksFwhere spread spectrum is used in place of more traditional multiplex- 
ing techniques to achieve multiple access. Spread spectrumr though in some sense 
theoretically not as efficient as time or frequency division multiplexingFcan greatly 
simplify the problem of managing the channeirespecially when the synchronization 
required to efficiently schedule (in time) or assign channels (in frequency) cannot be 
achieved in a decentralized system. 10 

The most straightforward spread-spectrum technique for digital communication is 
direct-sequence spread spectrum (or DSSS). DSSS radio systems operate by using a 



9 See any of [Dix84], [SOSL94], [ZP85], [Nic88], [CEMS83] for a more thorough introduction to 
spread-spectrum radio techniques. 

10 This advantage is mentioned by Gallager in the introduction of [Gal85]. 
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more traditional narrow band modulator and demodulatorrbut before the modulated 
signal is transmittedra fast-running pseudo-random bit sequence is combined with 
the signal. This pseudo-random bit sequence is known as the spreading code and the 
rate at which it runs is known as the chip rate. The chip rate is usually an exact 
multiple of the data bit rater yielding an integer chips to bit ratio. The receiver 
generates the same spreading code synchronously and combines it with the received 
signairundoing the spreading that was done in the transmitter. The receiver can then 
use traditional narrow-band filters and detector to isolate the signal and demodulate 
it to determine the data bits. The bandwidth occupied by the DSSS signal is roughly 
equal to the chip rate. 

In spread spectrum systemsrthe processing gain is the apparent gain in the desired 
signal achieved over interfering signals that are uncorrelated with the spreading code. 
Interfering signals that are uncorrelated with the spreading code will tend to be spread 
evenly over the band after being combined with the spreading code in the receiver. 
The narrow-band filterr whose width will be roughly equal to the data bit raterwill 
filter out all but a fraction of the interfering signal while retaining most of the desired 
signal (which has been despread to fit within the filter's pass band). The desired 
signal has apparently been amplified over the interfering signal by a factor equal to 
the original bandwidth divided by the bandwidth of the narrow-band filter. The 
processing gain is this factorrand is also equal to the ratio of the chip rate to the 
data bit rate. 

Spread-spectrum radio techniques can be used to build systems that are capable 
of communication (at rates within the Shannon bound) in channels where the inter- 
ference has lowered the signal-to-noise ratio to well below oner but there are some 
practical limits. Some additional signal leveiror headroom (the constant factor a in 
the formula above)rwill be needed over the minimum implied by the Shannon bound. 
In [SOSL94] 11 it is determined that around 5 dB of headroom (after processing gain) 
is needed to achieve a 10~ 6 bit error probability using a DS/BPSK (binary phase 
shift keying) radio link with Viterbi decoding in a spread-spectrum multiple access 
application. (The example system analyzed in [SOSL94] has a processing gain of 
around 30 dB and could handle a few hundred (IOOa/IO ps 316) interfering signals 
each with power equal to the desired signal.) A bit error rate as low as 10~ 6 is more 
than sufficient to build a very reliable system with error correcting codes. 

There is also a practical limit to the operating frequencies of electronic circuits. 
Practical RF circuits (circuits designed to operate at radio frequencies to amplifyT 
mixrand filter radio signals) can be straightforwardly built today with maximum 
operating frequencies of over 5 GHz. But clock frequencies of digital circuitsrof the 
sort needed for detection (e.g. Viterbi) or to generate and control the spreading code 
in a direct sequence spread-spectrum systemrare presently limited to a few hundreds 
of MHz. If a system is to be low cost and low power (so that it could be operated 
using small batteries for power) the maximum digital clock frequencies will need to 
be kept to only a few MHz. Limiting the maximum rate of the spreading code limits 
the maximum width of a single channel. 



'Chapter 5, page 1109. 
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There is another practical limit on digital radio links that has nothing to do with 
spread spectrumrbut is relevant in this work if comparisons are to be made with 
clear channel systems. In a clear channeirwhere the transmitter can deliver sufficient 
power to the receiver to achieve a high signal-to-noise rationt is in practice difficult 
to reliably achieve a bit rate through the channel much greater than a few bits per 
second per Hertz of channel bandwidth. This limitation is because of the logarithm in 
the Shannon capacity theorem (Eq. 1.3). Once the signal-to-noise ratio is significantly 
greater than onerfurther increases in capacity would require exponential increases in 
signal-to-noise ratio. 

1.4 The challenge 

Given the model outlined aboverthe engineering challenge is to devise a behavior 
of the stations such thatr without the benefit of either planned deployment or ex- 
ternal infrastructurerthey may organize themselves into an effective communication 
network. The design space is large; there are many plausible schemes for routingr 
and scheduling of the transmissionsFencoding the data into the channeircontrolling 
powerrand managing the queues. The principal challenge that must be confronted 
by any scheme is self-interferencer particularly if the system is to remain functional 
while scaling to many stations. This work develops an approach to this challenger 
with particular attention to issues of scaling and decentralization. 

The remaining section of this chapter will discuss the related work. Chapter 2 
will outline the approach after presenting an analysis of the how the interference lev- 
els grow as the system scales to millions or billions of nodes. A practical method 
for scheduling transmissions to avoid collisionsFwithout the need for global synchro- 
nizationrwill be presented in Chapter 3. Chapter 4 demonstrates the techniques in 
simulation and measures the signal-to-noise ratios in simulated networks of 100 and 
1FJ00 randomly-placed stations. Chapter 5 observes some problems with system per- 
formance with attention to two issues: congestion and delay. Chapter 6 concludes 
this work and discusses topics for further research. 

1.5 Context 

Related work includes work in two traditional areas: packet radio networks and 
multiple-access communication theory. The prior work can best be understood by 
attention to how the models used for propagation and successful reception differ in 
these traditional areas of research. 

1.5.1 Multiple-access communication theory 

Work in multiple access communication theory usually uses a degenerate propagation 
matrix H where all rows are identicair which implies that all receivers receive the 
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same signal. 12 Usually the columns are also assumed to be identicairimplying that 
each transmitter is received with identical power. Given this modeirthe engineering 
problem is to design the transmitted signals and the detectors to optimize some 
goairusually to maximize the communication rate. There are three basic methods of 
multiplexing: frequency divisionrtime divisionrand code division. 

Frequency division is the most straightforward method of managing the separation 
of users; different users of the spectrum are isolated from each other in frequency 
and the receiver can use a band pass filter to separate the desired signal. Frequency- 
division multiplexing (FDM) is most useful when the relationship between transmitter 
and receiver is a fairly permanent one. If this relationship is transientrthen FDM 
leaves all the problems of multiple access communication to the problem of transient 
channel assignmentr which is itself a formidable problem. Even if the relationships 
are fairly stableriong-term assignment to exclusive channels precludes the statistical 
sharing of the channelsrieading to inefficiency if the sources are not continuous. 

Time-division multiplexing (TDM) can allow for statistical multiplexing of the 
traffic and eliminates the problem of transient channel assignmentrbut introduces the 
problem of resolving contention for the channel. There are two traditional approaches 
to resolving the contention: random-access schemes and explicitly-scheduled schemes. 
Random access schemes (such as ALOHA 13 ) can nicely solve the problem in situations 
where all the stations are attempting to communicate with a single base station 
(such as in the original ALOHA network)ror when all the stations can hear each 
other equally well (such as on an Ethernet). In more complicated scenarios involving 
non-uniform propagation and non-centralized trafficrthe potential performance of 
random-access schemes is less well understood. Scheduled schemes are distinguished 
from random-access schemes in that they require synchronization and system-wide 
coordination. 

Code-division multiplexing is the term used to denote spread-spectrum techniques 
of multiplexing where the signals are allowed to overlap in time and frequency. Re- 
dundancy in the coding is exploited to demultiplex the signals at the receiver. 

1.5.2 Packet radio networks 

Work that goes under the heading packet radio networks 14 can be distinguished from 
work in multiple access communication theory by the use of propagation models 
that do not have all receivers receiving the same signal. Often a model known as 
transmission radius is employed. 15 This model is equivalent to setting the terms in 
the propagation matrix H to either one or zero depending on the distance between 
the two stations. If the distance between the two stations is less than the transmission 
radiusrthen the corresponding entries in the matrix are one. If the distance is greaterr 
the entries are zero. While a zero entry implies that direct communication is not 



12 See [Abr93] and [Gal85] for an introduction to this field. 
13 originally described in [Abr70] 

14 Good overviews of the available literature on packet radio networks can be found in [KGBK78] 
and in [IEE87]. 

15 Examples include [KS87]. 
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possibleHt also implies incorrectly that no interference can result (within the model) 
between the two stations. The usual requirement for successful reception in these 
models is that exactly one signal be present at the receiver for the duration of the 
reception of a packet. With these simplifying modelsrthe problem is reduced to a 
problem of scheduling transmissions so that no overlap occurs at an intended receiver. 

UnfortunatelyTthis transmission radius model neglects interference effects from 
remote stations. Chapter 2 will show that the cumulative effect of interference from 
remote stations in a large system of stations is significant. Thus the binary model 
of propagation and the simplified model for successful reception are insufficient for 
examining the performance of a packet radio network as it scales to a large number 
of stations. 

In this work a more realistic view of radio propagation will be maintainedrand 
the combined effect of distant interference will not be neglected. This work is the first 
known work in designing packet radio network systems that: Uses a more realistic 
propagation model; Examines closely issues of scaling; and Produces a scheme for 
channel access that requires neither centralization of control nor hop-by-hop receiver 
feedback to avoid packet loss due to collisions. 

Many sentiments underlying this work are expressed in [Kar91]. This work goes 
further by analyzing the growth in noise as the system scales and by presenting a 
system design. The system designed here eliminates the problem of packet loss due 
to collisionsra problem identified in [Kar91] as important to the efficient operation 
of packet radio networks. [Kar91] expresses a widely held view by sayingr "Schemes 
that rely on receiver feedback (as opposed to channel sensing at the transmitter) 
to avoid collisions would seem to be the only practical approach to this problem." 
The method of preventing collisions presented in Chapter 3 requires neither receiver 
feedback nor channel sensing at the transmitterFand yet eliminates collisions without 
requiring anything other than pairwise coordination. 
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Chapter 2 
Design Strategy 



The principal challenge in designing a large packet radio system is managing and 
coping with the interference that comes from within the packet radio system itself. 
How this challenge is approached depends on how interference and propagation are 
modeled. Often interference is viewed as an all-or-nothing phenomenon. Some mod- 
els for propagation limit the potential sources of interference to only a few nearby 
neighbors (e.g. those within a transmission radius). 1 In other modelsrall stations can 
hear and receive interference from all other stations equally well. 2 This work adopts 
a more complex model. We note that interference is a quantifiable phenomenon and 
is measured by the resulting signal-to-noise ratios at which packets are received. This 
work will view the interference as resulting from two additive components: (1) the 
interference resulting from the large number (possibly millions) of distant stations 
in the general areaFand (2) particularly strong interference from individual nearby 
stations. These two sources of interference will be approached separately. In this 
chapter we will approach the first component by determining its magnitude and then 
controlling its level through power control and routing (we will see that we cannotr 
in generair eliminate it and must just cope with it as best we can). In the next 
chapter we will present a way of scheduling transmissions in a purely local manner to 
avoid interference from nearby transmissions (including the receiving station's own 
transmitter). 

One approach often used when interference is limited is to try to schedule trans- 
missions so that each packet can be transfered without experiencing any interference 
from any other transmissions. 3 For our completely filled-in propagation matrixrthis 
approach would require coordination between all stations participating in the system 
and exclusive one-at-a-time use of the channel. This coordination would be chal- 
lenging if there are many (millions of) stations. If the propagation matrix is not 
completely filled-in (because some stations can neither interfere with reception atr 
nor communicate directly withrsome other stations) then the coordination problem 



J e.g. see [KS87] and [TK84] 

2 e.g. see [Gal85] 

3 e.g. see [BG87] Chapter 4 
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may become even more complicated. 4 In either caserif the successful transfer of a 
packet requires that millions of stations refrain from interfering with its receptionr 
then a single failure (to refrain from interfering) might disable the whole system. 

A second approach is to require only local coordination. Distributed systems that 
have a large degree of interdependence are generally not as robust as systems with a 
lesser degree of interdependence. But if the degree of interdependence is inherent to 
the problem to be solvedras it might seem to be in the case of a large packet radio 
networkrthe designer might have little choice. Fortunately we can adequately treat 
the interference from distant transmissions as noise and use spread-spectrum radio 
techniques to communicate in the presence of this noise. 

In this chapter we will examine this second approach and outline a design strategy 
based upon it. Firstrthe level of interference that must be tolerated will be assessedr 
and then a strategy will be presented for ensuring that all packet transmissions can 
be received with sufficient signal-to-noise ratio without requiring global coordination 
or synchronization to control access to the channel. In the next chapter we will de- 
velop a method of scheduling to avoid interference from nearby transmissions without 
increasing interdependence. 



2.1 Noise levels in a large system 

Spread-spectrum techniques of modulation and detection provide an ability to com- 
municate in the presence of interference. But spread-spectrum methods are not cure- 
alls as the achievable data rates are bounded by the Shannon limit. In the presence 
of high levels of interferencersignal-to-noise ratios will be reducedrand hence the rate 
of communication will be reduced. If the signal-to-noise ratios sink as the system 
scalesrthen the communication rates must sink as well. (The relationship between 
signal-to-noise ratio and the Shannon bound on communication rate is essentially 
linear when the signal-to-noise ratio is significantly less than one.) This section will 
examine how the signal-to-noise ratios decline as the system scales. 

Pessimism must be a guide when attempting to evaluate the level of interference 
in a system of stations that will be deployed without the chance to engineer the 
number or the placement of stations. But in this casertoo much pessimism leads to 
the conclusion that the whole scheme is unworkable. We will first examine a model 
with a bit too much pessimismFand then refine it slightly to return to a workable 
level of noise. 



4 Two stations that are incapable of direct communication may have to coordinate their use of 
the channel to avoid causing interference with receptions at some other point in the network. The 
coordination is made difficult by their inability to communicate directly. 
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Assume that stations are distributed at some average density p throughout the 
infinite planeFand that each station is operating its transmitter at unit power output 
and at duty cycle r\. Then the power radiated per unit area in the plane is (on 
average) rjp. For a receiver located in the planerthe power level received T relative to 
the power received from a station at a distance of one characteristic length R = p "T 
can be computed by integrating: 



f°° 1 

/ —r)p27rrdr. (2.1) 
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UnfortunatelyTwith the infinite boundrthe integral diverges. Hencerfor a receiver 
located in an infinite plane with a uniform and finite density of transmitters! 1 the 
received power level would be infinite. The signal-to-noise ratio would be zero re- 
gardless of the source of the signairso no communication would be possible. 5 There 
are a number of ways out of this conundrum. The key is to notice that the integral 
just barely diverges. For examplerthe slightest bit of atmospheric attenuationFwhich 
would introduce an e~ ar factor to the integrandr would make the integral converge 
to a constant. Nor does the integral diverge if we integrate out to some reasonable 
boundrstopping short of infinity. 

FortunatelyTwe do not live on an infinite flat earth. In UHF and higher bandsr 
only stations that are not hidden over the horizon can contribute to the interference 
at a receiver. 6 Hence the population of stations that are able to interfere with a given 
receiver will be limited to those in the same geographic region. If the earth's surface 
were perfectly spherical and all antennas were at the same heightrthen this region 
would be the interior of a circle. This limit on propagation is well modeled by a 
"transmission radius" Tbut it is not a radius that can be engineered into the station 
or controlled as the system operatesrbut rather a consequence of station placement 
and surrounding terrain. A metropolitan area on flat terrain (or nestled in a bowl- 
shaped valley) may have all stations within direct line-of-sight propagationrhence the 
circle could cover at least an entire metropolitan area. The model for propagation is 
then \ within a circle encompassing a metropolitan areaFwith no interference from 
any stations outside the circle. 

The growth in the overall level of interference as the system grows in number (and 
density) can now be estimated. Assume that M interfering stations are distributed 
randomly within a circle of radius iiT and that stations outside the circle can be 



5 This observation is similar to a troublesome answer to the question "Why is the sky dark at 
night?" (Olbers' paradox). If we assume an infinitely large and infinitely old universe, a constant 
density of galaxies in the universe, and that each galaxy radiates a given amount of power, and 
then perform a similar integration (this time in three dimensions) we can conclude that an infinite 
amount of power should be impinging upon our eye when we look up at the sky. Presumably we 
have made an assumption that is not true for the universe in which we reside. 

6 The term horizon here means something slightly different at radio frequencies than it does at 
light frequencies. At radio frequencies there is a significant amount of propagation over the visual 
horizon, but a horizon-like attenuation of signals occurs nevertheless at a distance further out. The 
distance at which this attenuation occurs is sometimes called the radio horizon and is often modeled 
as if it behaved like a visual horizon of an earth with the radius increased to| of the actual earth's 
radius. For more see [RR64] Chapter 4. 
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ignored. The average density p is then -^. As the number of stations M increasesr 
so does the density. The distance to nearest neighbors also decreasesr remaining 
proportional to the distance R$ = p~?. The signal level S from such a nearest 
neighbor transmitting with unit power would be 



S = ^2 (2-2) 

= — % (2-3) 

= ap (2.4) 

where a depends on the antennas and wavelength used. The total power of interfering 
signalsriVTignoring the contribution from local interference inside the circle 7 of radius 
Ro = P 1 ( an d ignoring other sources of noise) can be calculated as 
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So the signal-to-noise ratio (SNR) is 
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Thus the expected signal-to-noise ratio of a signal from one of the nearest neighbors 
depends only on In M (the log of the total number of stations) and r\ (the duty cycle). 
Figure 2.1 shows a plot of the log of the signal-to-noise ratio as a function of the 
base ten log of the number of stations. The signal-to-noise ratio falls very slowlyT 
approaching —20 dB for r\ = 1 as the number of stations approaches 10 12 . This 
observation is encouraging. The signal-to-noise ratio of a neighbor's transmission 
falls slowly even as the number of stations grows exponentially (even with r\ = lTit 
does not reach —21 dB until 10 18 stations). 



7 We cannot just simply drop the lower bound of this integral to zero for then the integral would 
blow up. But interference from local sources will be managed separately and explicitly later. Choos- 
ing a lower bound of p~? is reasonable (as stations closer than this distance are clearly local) and 
convenient (because it makes the algebra work out nicely) . 
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Figure 2.1: Decline of the signal-to-noise ratios as Mrthe number of stationsFgrows 
(Eq. 2.12). Each member of the family of curves is for a different value of the duty 
cycler^. 

According to this modeirfor almost any imaginably large population of stations in 
a packet radio networkFdirect communication at a definite rate with nearby neighbors 
(neighbors nearer than p~?) should remain possibleFprovided that the stations can 
cope with signal-to-noise ratios of around —20 dB. Indeedrby Shannon's capacity 
theoremrC = PFlog ( 1 + -^-jreven with a signal-to-noise ratio of one part in one 
hundredr the theoretical communication capacity remains non-zero. In this caser 
C = PFlog 2 (1.01)rthus |p = 0.014Tor theoretical capacity of approximately 14 bits 
per second per kilohertz of channel bandwidth. 

Thus farrthese calculations have assumed r\ = 1. Stations will have to spend at 
least some of the time listening. For more reasonable values of r^rthe noise levels are 
improved. At an average duty cycle of one quarterr?7 = 0.25rthe signal-to-noise ratio 
is better by a factor of fourFor +6 dB. The resulting signal-to-noise ratio of around 
— 14 dB yields a theoretical capacity of around 56 bits per second per kilohertz of 
channel bandwidthFbut only when the station is transmitting. There is no gain in 
throughput by reducing the transmit duty cycle in a large noisy system. Halving 
the duty cycle increases the average signal-to-noise ratio by a factor of twor which 
improves the data rate (while transmitting) by approximately a factor of twor but 
would result in no net gain in performance since the transmitters would then be 
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operating for only half of the original amount of time. 

What about neighbors that are not so near? The placement of stations or the 
routing algorithm might require direct communication between stations that are more 
than p~2 distance apart. Free space radio propagation falls off by a factor of fourrbr 
—6 dBrfor each doubling in distancerso we can expect that a station at a distance of 
2p~2 will be heard with a signal-to-noise ratio reduced by a factor of fourror —6 dB. 
Another factor of two in distance would be another —6 dB. Each 6 dB reduction 
in signal-to-noise ratio reduces achievable throughput by a factor of four. Thusrin 
large scale packet radio networksr direct communication (at a reasonable rate) will 
be possible only with nearby neighbors. 

While this model gives us an estimate of the overall noise levelsrthe exact value 
of the signal-to-noise ratio will depend on the details of station placement and trans- 
mission control. There remains the problem of managing the transmissions on an 
individual and local basis. For examplerinterference from a very near station might 
amount to much stronger interference than the aggregate interference produced by 
distant stationsrbut since a nearby station is locairthe interference can be managed 
locally. 

2.2 Collisions 

In more conventional models of packet radio networks (those involving a hard trans- 
mission radius and simple success-if-exclusive criterion for successful reception) the 
term collision is often used to describe how packets are lost due to interference. In 
the more sophisticated model used in this work (where the criterion for success is 
sufficiency of the signal-to-nose ratio at the receiver) the term collision may be mis- 
leading in that it suggests an overly simple interpretation of the interaction between 
packets at receivers. In the model in this workrwhether or not a packet is received 
successfully depends on more than just the number of simultaneous signals at a re- 
ceiver. Neverthelessra taxonomy of collision types will help us to understand local 
interferencereven in the context of our more complete model. 

If a collision occursrthen it must fall into one of the following three cases (see 
Figure 2.2): 

1. Collisions due to the transmission of another packet from a station not involved 
in the exchange of the dropped packetr which is not addressed to the station 
receiving the dropped packet. 

2. Collisions due to multiple stations attempting to send packets simultaneously 
to a single station. 

3. Collisions due to a packet arriving at a station while another packet is being 
transmitted by the receiving station. 

This enumeration covers all possible cases of an interfering transmission. If the in- 
terfering transmission does not involve the receiving stationFeither as a receiver or 
transmitterrthen it is a type 1 collision. If it does involve the receiving station as 
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Type 2 collision 

Type 3 collision 

Figure 2.2: Examples of each type of collision. The X indicates the lost packet. 

the intended target of the interfering transmissionrthen it is a type 2 collision. If 
it involves the receiving station as the sender of the interfering transmissionrthen 
it is a type 3 collision. Multiple collision types may occur simultaneously in more 
complicated situations. 

Our use of spread spectrum can eliminate most packet loss due to type 1 collisions. 
If a nearby interfering station is transmittingFand the receiver is already prepared to 
cope with a signal-to-noise ratio of -^ due to the (potential) overall level of noiser 
then in order to significantly increase the level of interferenceFa nearby station would 
have to be very near indeed. Even a station at one fourth of the p~2 distance would 
have only a small effect on the total amount of interference. 8 Sorin most casesrthis 
type of collision is not a problem. When stations are so close that type 1 interference 
is a problemrthen it really is a local problemFand the stations involved must coop- 
erate and each must refrain from transmitting in a manner that interferes excessively 
with the receptions at its neighbor. A method of achieving this coordination in a 
decentralized manner will be presented in Chapter 3. 

Type 2 collisions are very similar to type 1 collisions. The only difference is 
that the intended receiver of both transmissions is the same station. These can be 
eliminated by enabling stations to receive multiple transmissions in parallel. With 



8 A low-power signal added to a high-power signal yields a signal with power level not much 
different than that of the original high-power signal. 
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spread-spectrum radio receiversrelimination of packet loss due to this type of collision 
requires only multiple tracking and despreading channels. A multiplicity of despread- 
ing channels is already a common feature of existing spread-spectrum receivers. For 
exampler GPS (Global Positioning System) receivers often have six or twelve de- 
spreading channels. With a sufficient number of despreading channelsr packet loss 
due to type 2 collisions can be eliminated. The number of despreading channels 
needed will depend on the details of the routing and transmission control schemes 
usedrbut in any casent should not be larger than the number of neighbors that might 
communicate directly with the station. This number should be smalirsinceras we 
have already seenronly nearby stations will be capable of direct communication over 
the din of background noise. (A routing strategy that will be presented at the end 
of this chapter was used in a number of simulations of randomly placed stations and 
the number of routing neighbors never exceeded eight.) 

Type 3 collisions are a more difficult problem. The interference from a transmitter 
located with a receiver will be so powerful that no feasible amount of processing gain 
(even when combined with the isolation provided by the antenna duplexer) can achieve 
reception while the local transmitter is operating. But like the nearby case of Type 
1 collisionsrpacket loss due to Type 3 collision is a local problemrand need not be 
solved globally. It is sufficient to ensure that the local transmitter does not operate 
at times when other stations might send a packet to the local receiver. A method of 
achieving this coordination in a decentralized manner will be presented in Chapter 3. 

2.3 Design strategy 

A design strategy for a viable packet radio network can now be devised. The first 
section of this chapter has shown that if there are many (millions of) stations in an 
arearthe stations will be immersed in a din of interference. Neverthelessrby using 
spread-spectrum radio techniques with a moderately high processing gain (in the 
range of 20 dB to 25 dB) stations will be able to communicate directly with nearby 
neighbors (those stations within a distance of approximately 2p~?) even as the system 
scales to large numbers of stations. By using spread spectrumrthe interference from 
distant stations can be treated as random noiserand no system-wide coordination is 
needed to manage the use of the channel. 

By cooperatively forwarding packetsrthe stations may organize themselves into 
a fully connected network to allow communication beyond the immediate neighbors. 
Whether or not the network is fully connected will depend on if there are enough 
stations to blanket the arearif the stations are distributed uniformly enoughrand what 
distance can be covered in one hop. The analysis that produced Figure 2.1 assumed 
that the neighbor was p~2 distance away and that the interfering transmissions were 
at the same power level and were evenly distributed throughout the region. But 
the design will need to accommodate communication between neighbors that are not 
exactly at this distancePand will need to cope with varying densities. 

If the stations are randomly and independently distributed in the plane at density 
pPand if p~2 is the maximum distance that can be covered in a single hoprthen 
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the expected number of neighbors that a station will have is the expected number 

l / l \ 2 

of stations inside a circle of radius p~2rwhich is pn (p~2 J = -k. That the expected 

number is only tt suggests that p~2 may not be far enough to ensure connectivity. 
No claim about connectivity can be made without knowledge of the particular geom- 
etryTbut it is reasonable to expect that variations in density will at some stations 
require reaching farther than to just three expected stations. Doubling the distance 
to 2p~2 (by increasing the processing gain by 6 dB or a factor of four) should suffice 
in most situations. Assuming again uniform distributionrthe expected number of 
reachable stations would then be 4tt. This doubling of range comes at the expense of 
a factor of four in raw throughput since the processing gain has been increasedrand 
any further increase in range (by increased tolerance to interference) would impact 
throughput. (A doubling in range would quadruple the noise-to-signal ratiosrreduc- 
ing raw throughput by a factor of four since achievable throughput depends linearly 
on signal-to-noise ratio in a noisy system.) With the signal-to-noise ratios for stations 
at p~2 distance in the —10 dB to —15 dB range for reasonable duty cyclesrthe need 
to budget around 5 dB of headroom for successful detection in the receiverrand the 
need for an additional 6 dB margin for more distant stationsrthe proper amount of 
processing gain is determined to lie in the range of 20 to 25 dB. 

2.3.1 Power control 

In the analysis so farrall transmissions were assumed to be at the same power level. 
In cases where stations are closer than maximum ranger transmitting at full power 
is excessive. A more sensible approach is to control the power transmitted. If the 
stations are controlling power but are still transmitting with the same average power 
density as beforerthen the analysis of average signal-to-noise ratio remains the same. 
But by reducing power in situations where lower power levels can still deliver a suffi- 
cient signal-to-noise ratio at the intended receiverrinterference to other stations can 
be reducedrincreasing the signal-to-noise ratios in receivers at other stations. 

The ratio of the average noise power level to the average signal level should not be 
affected by power control. This criterion strongly suggests a power control algorithm: 
transmit with sufficient power to deliver a constant pre- determined amount of power 
to the intended receiver. 9 The choice of pre-determined power level is not criticair 
because increasing or decreasing it will just slide all power levels in the system up or 
downrmaintaining the same ratios everywhererincluding the received signal-to-noise 
ratios. By fixing the received power leveirthe variance in signal-to-noise ratio can be 
reduced. 

This power control algorithm is also appealing for another reason: as different 
areas in a network may vary in densityT stations will automatically compensate by 
controlling power levels to deliver the same amount of power to the intended receiver. 



9 An even better idea might be to transmit with sufficient power sufficient to just achieve the 
necessary signal-to-noise ratio. Achieving that would require knowing what the noise levels at the 
receiver will be, but the recent past might be a good-enough predictor of the future noise levels. 
This idea will not be explored further here. 
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The power density then remains constant: if the density in some area is quadrupledr 
the distance to neighbors is cut in halfTso power levels can be cut by a quarterrmain- 
taining constant power density as the station density varies. Therefore the analysis 
from the first section of this chapter remains applicable even to networks employing 
this method of power control. 

2.3.2 Minimum-energy routes 
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We already know that packets traveling more than 2p~2 must be routed through 
intermediate stations. When there is a candidate intermediate stationrand an option 
exists of either sending the packet directly or through the intermediate stationFwhich 
should be done? In some senserwith power controirthis choice will always existrfor 
if we choose to send the packet directlyTwe can increase the transmitted power to 
deliver the proper amount of power to the intended receiver. But if stations routinely 
did this to communicate directly with distant stations (stations significantly farther 
than 2p~2 where p is in this case the density in the immediate area)Tthen we would 
be violating a crucial assumption of the earlier analysis: that the power density is 
constant and roughly pr\. Violating this assumption in this way would significantly 
reduce the signal-to-noise ratios. Such high-power transmissions would also cause 
a high level of interference to the (presumably numerous) neighbors close to the 
transmitter. The criteria used to determine routes will need to prefer the short hopsr 
which produce less interferencerand avoid skipping over intermediate stations. 

In an actual networkrthe stations may not know where they are geometricallyT 
but they will be able to observe the path gains between themselves and construct 
entries in the propagation matrix H for the hops that are usable. A criterion for 
selecting routes that is directly determinable from the propagation matrix would be 
particularly convenient. A routing criterion that is directly determinable from the 
propagation matrix and that seems to meet our needs is minimum- energy routing. 10 
Consider the following scenario: 




Station A wishes to send a packet to station C. Station B is a candidate intermediate 
station. Using minimum-energy routingFstation B should be used as an intermediate 
hop if it reduces the total amount of interference to a distant station D caused by the 
movement of this packet. If B is used as an intermediate hoprthe duration of the 
interference (to station D) caused by this packet will be doubledrbut the power levels 



10 The idea of minimizing energy is mentioned in [Kar91] and credited there to David Mills. 
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of the two transmissions may be much less than the single hop transmission. They 
would be less by as much as a factor of four if station B is exactly centered between 
stations A and C. Taking this intermediate hop would reduce the level of interference 
by as much as a factor of four at station D. Then the total energy (power integrated 
by time) of the interference to station D (or any other distant station) caused by this 
packet will be reduced by a factor of two. 

Geometricallyrwith \ free-space propagationr minimum-energy routing will al- 
ways take the intermediate hop if it lies within the circle with diameter ACT so it 
will choose routes that respect the local density and will not skip over intermediate 
hops. By using minimum energy routingrthe interference from the ensemble effect 
of many packets traversing the network is kept to a minimumrenabling as much raw 
data throughput as possible across each local hop. There are trade-offs. For exampler 
this approach does not minimize latency. The multitude of store-and-forward delays 
incurred by always taking intermediate hops will adversely affect delay. This routing 
method may be inappropriate if delay is the overriding concern. 

Minimum-energy routes are straightforward to compute. The common algorithms 
for computing min-cost paths in networks 11 can be used to find the least-cost paths 
in the propagation matrix .HTwhere the costs are the reciprocal of the path gains. 
(The reciprocal of the path gain is proportional to the power that would be used 
with power control.) The algorithm is also easy to distribute. Each station need only 
remember the next hop for each potential destination and the total energy along that 
route to the destination. Hop-by-hop routing is possible sincerat each stationreach 
transit packet will be routed as if it had originated at the transit station. In other 
wordsra minimum-energy route from A to C that goes through B will use the same 
route from B to C as any other route that goes through B to get to C. 

In a somewhat contrived exampler minimum-energy routes will provide optimal 
throughput. Assume that a number of stations in a large network have a steady 
supply of trafficreach for a nearby stationrand that in each case there is an otherwise 
idle station between the source and destination of the traffic. In each caser routing 
through the intermediate station is a lower energy path than taking a direct hop 
to the destination. If there is otherwise no contention for transmitter time (the 
intermediate hops are otherwise idle)Tand assuming that the times when a station 
may transmit and receive are fixed ahead of time (as they will be in the scheduling 
method presented in the next chapter) then the achievable throughput will depend 
only upon the bandwidth and the signal-to-noise ratio. 12 Since signal-to-noise ratio 
is improved everywhere if every packet is sent through the intermediate lower-energy 
routerthroughput is maximized by minimizing the energy. 

In practice other considerations may be in playTsuch as delay performance and 
contention for transmitter time at intermediate stations. With more complicated 
metrics of performanceFminimum-energy routing might not be optimal. However in 



n For example, the Distributed Asynchronous Bellman-Ford Algorithm is described in [BG87]. 

12 In practice, stations might be manufactured to use a fixed amount of processing gain, in which 
case the throughput would not incrementally depend on the signal-to-noise ratio. Here we are 
assuming that stations will make the most of the signal-to-noise ratio they are experiencing and 
communicate as fast as possible. 
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Chapter 5 we will see a demonstration where an attempt to improve on minimum- 
energy routes leads to drastically worse system performance. 

2.4 Summary 

A functional packet radio network of millions of stations scattered throughout a 
metropolitan areaFwith no central control or coordination and with no planned de- 
ployment of infrastructurerappears to be feasible by employing spread spectrum with 
a processing gain in the region of 20 to 25 dBrand if packets are routed over short 
hops without skipping over potential intermediate stations. Minimum energy routing 
is a straightforward and viable way of determining routes. Issues unresolved in this 
work thus far include avoiding packet loss due to local interferencerand overall system 
performance. These are the topics of the next chapters. 
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Chapter 3 

Managing Local Interference 



Chapter 2 presented an analysis of the overall noise levels in a system of packet 
radio stationsrand presented a design strategy for enabling such a system to remain 
effective while scaling to a large number of nodes. While Chapter 2 dealt with the 
issues of global interferencerthere still remains the problem of preventing destructive 
local interference. That is the topic of this chapter. 

Even if the level of background interference is at an acceptable leveirinterference 
from a source located near a receiver may alone raise the level of interference to a 
destructive level. The simplest and most important case of interference would be a 
station's transmitter interfering with the reception of a packet by its own receiver. 

Traditional schemes for packet radio networks involve either a global scheduling 
scheme 1 ror they allow collisions and use hop-by-hop acknowledgments and retrans- 
missions to recover from lost packets. While either of these schemes may be used to 
cope with packet loss due to local interferencerneither of these schemes is acceptable 
for our purposes. Packets lost due to collisions need to be retransmittedrwhich wastes 
resources. If the per-hop packet loss rate is at all noticeablerhop-by-hop acknowledg- 
ments are neededrotherwise the end-to-end packet success rate would approach zero 
for paths consisting of many hops. Hop-by-hop acknowledgments waste resourcesr 
since end-to-end acknowledgments are already likely to be used by higher level pro- 
tocols. Global scheduling can be used to prevent all packet loss due to collisionsrbut 
is unworkable if the system is to scale to millions of stations. 

What is needed is a method for preventing local interference that can ensure 
that transmitted packets are not interfered with at the intended receiverr without 
requiring global coordination or synchronization. Such a method is presented in this 
chapter. Firstra method of avoiding interference from just the receiving station's 
own transmitter will be presentedrand then the method will be extended to avoid 
interference from all of the nearby stations that matter. 



1 See the Packet Radio Networks section in Chapter 4 of [BG87]. 
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3.1 The scheduling method 

When a packet is to be sent to another stationrit must be sent at a time when its 
reception will not be prevented by the level of interference. If we are only concerned 
about interference from the receiving station's own transmitterrthen meeting this 
constraint can be easily accomplished: the sending station only needs to know at 
what times the receiving station may be transmitting. If the receiver's schedule is 
known by the sending stationrthen the sending station can choose to send the packet 
at some other time. In order to make its schedule known to its neighborsra station 
(the intended receiver) needs to schedule the times that it may be transmitting and 
inform its neighbors what those times will be. 

Global clock synchronization is not required. Only the ability to relate one sta- 
tion's clock 2 with another's is required. This ability can be accomplished if stations 
occasionally rendezvous and exchange clock readings. Differences between clocks and 
small differences in clock rates can be mutually modeledrand the resulting modelsr 
along with the published transmit schedules (each reckoned by the publishing station's 
clock)rcan be used by neighbors to predict when a station will be transmitting. 3 

The method is as follows. Each station will independently produce and publish 
a schedule for itself. A schedule divides time into receive windows and transmit 
windows for a station. The schedule published by a station is a commitment by that 
station to listen (refrain from transmitting) at particular times in the future (during 
the receive windows). A station with a packet to be sent to another station will 
compare its own schedule with the receiving station's schedule and send the packet 
during a time when one of its own transmit windows overlaps with a receive window 
of the receiving station enough to handle the packet length. Each station only needs 
to be aware of the schedules of the immediate neighbors to which it might be directly 
sending packets. 

The schedules must be devised so that the overlaps will exist for all pairs of 
stations that may communicate directly. Simple periodic schedules will not do. If 
two stations using simple periodic schedules were to happen to be running at the same 
phaserthen communication between them would not be possible. (Choosing clock 
values to avoid unfortunate phase offsets is not possible if the stations are to produce 
the schedules independently without any global coordination.) This problem is solved 
by using schedules that are random or pseudo-random. If each station independently 
chooses a random scheduler then these schedules will allow many opportunities to 
communicate between any pair of stations. 



2 The term clock as used in this work does not imply knowledge of what time it is. Here clock 
just means something that advances at some known rate. 

3 See Troxel [Tro94] for an example of how the drift of a clock driven by a quartz oscillator 
can be modeled from historical data and for a demonstration of how the model can then be used 
to accurately predict future drift. Extending his techniques to enable mutual modeling between 
two drifting clocks is straightforward: His model for offset is a quadratic function of time; since 
the difference between two quadratics is also a quadratic, no change should be needed in his basic 
method. 
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Figure 3.1: A sample pseudo-random schedule for 20 stations. The line is drawn in 
slots where the station is scheduled to transmitrand the line is omitted in slots where 
the station is scheduled to listen. The receive duty cycle (the average fraction of slots 
that are scheduled for listening) here is 0.3. To send a packet from one station to 
anothernt must be scheduled to fit in a period of time when the sending station is 
allowed to transmit and when the receiving station is listening. For examplerat the 
circled time above station zero could not send to station 1 or station 2rbut could 
transmit to station 3. 

3.1.1 Unaligned slots 

One possible method of implementing the pseudo random schedules is presented here. 
Implementing the scheduling method requires a method of generating the random 
schedules and a method of communicating the schedules and the clock readings to 
neighbors. If each station's clock is set differentlyTthen the stations can all use a 
single scheduler each reckoned by its own clock. With all stations using the same 
scheduler then only the clock readings need to be communicated between stations. 
Time can then be divided into equal size slotsFagain reckoned independently by each 
station's clockrand each slot designated to be either a transmit or receive slot. 

The schedule (singular since all may be the same) is a binary-valued function of 
a clock reading that divides time into transmit windows and receive windows. The 
schedule will be divided into equal-length slots of length T slo1 Fwith all times in a slot 
sharing the same value (transmitting or receiving). Whether a particular slot is for 
transmitting or receiving can be determined by using a hash function to hash the 
value of time at the beginning of the slot. If the hash value is less than a thresholdr 
then the slot is a receive slotrotherwisent is a transmit slot. The threshold is selected 
to achieve the desired duty cycle. The receive duty cycleFpris the probability that a 
slot is a receive slot. 

The slots are unalignedras is shown in Figure 3.1. Between stations there is no 
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Figure 3.2: A sample pseudo-random schedule for 20 stations showing transmit slots 
divided into subslots. In this figure each transmit slot is divided into four subslots. 

synchronization of clocks and the slot boundaries at a station are determined by the 
station's own clock. A slot at a station will overlap with parts of two slots of a 
neighborrunless that neighbor's clock happens to be exactly aligned. The amount of 
overlap (or phase difference) between two stations is random and remains constant 
except for any drift caused by differences in clock rates. 

Each station needs to set its clock in a way that ensures that it is set differently 
than each of its neighbors with which it will be directly exchanging packets. If the 
clocks were not set differentlyrthen the identical schedules would prevent communi- 
cation between the two stations. Clocks with only a small difference (of less than one 
slot time) would not have the full expected amount of time available between them to 
communicate as their transmit schedules would be somewhat correlated. But if there 
is at least one slot's time difference between the two clocksrthen the schedules will be 
uncorrelated and we can treat each station's schedule as random and independent. 

A simple way to set the clocks so that they are different is to set them indepen- 
dently to a random value. The probability that a station's clock may by chance be set 
to a value that is close enough to the value of neighbor's clock to cause trouble can 
be made arbitrarily small by increasing the number of significant high-order bits in 
the clock. Each additional high-order bit added and initialized randomly will reduce 
the probability of such an unfortunate coincidence by a factor of two. 

3.1.2 Subslots 

A station with a packet to send to a neighbor will need to fit the packet into its own 
schedule and into the schedule of the receiving station. One way of fitting the packets 
into schedules will be presented here. 

A packet must be fit into a period of time when the sending station is in a transmit 
window and the receiving station is in a receive window. Some packets may require 
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more than just one slot at one of the two stations (depending on the size of the packet 
in time and the phase offset between the schedules of the two stations). Packets longer 
than a single slot time (T s i ot ) would need to occupy time in more than one slot at each 
stationrand hence would be more difficult to schedule. Packets smaller than T s i ot /2 
could always be scheduled so that they only involve one slot at each station. But if 
all packets were that largerthan as much as half of the time available to send to a 
particular station might be in unusable fragments of time too small to hold a packet 
that large. Even if packets are smaller than half of a slot timer efficiently packing 
variable-length packets into the schedule may be a difficult problemrparticularly if 
the packets are for a number of different neighbors. 

The maximum throughput we can hope to achieve (with ideal packing) is deter- 
mined by the receive duty cycle p. We assume the same value for p is used by all 
stations. For a given prthe total fraction of time that communication is possible from 
a stationr^rto a particular neighbor BTis p(l — p). In the limit of small packetsr 
p(l — p) is the maximum possible throughput (relative to the raw data rate at which 
stations communicate) from A to B. 

Here we will simplify the packing problem by limiting the maximum size of a 
packet to a small fraction of a slot. We will divide each transmit slot into a whole 
number of fixed-size subslotsreach just large enough to carry a maximum sized packet. 
We will send at most one packet in each subslot. (Or alternatively we could say that 
all packets are of fixed size equal to the subslot size.) Now when scheduling a packet 
we can just consider one- by-one each transmit subslot and check for an acceptable 
state at the receiver for the duration of the subslot. 4 

Since we have divided each transmit slot into m equally sized subslots and only 
consider sending one packet in each subslotrthe maximum throughput is determined 
by the number of usable subslots. A set of conditions sufficient to ensure that trans- 
mission in a particular subslot at station A will be successfully received at station B 
is: 

• The subslot does not straddle a slot boundary at station B. This occurs with 
probability h*=1. 

• The subslot begins in a receive slot at station B. This occurs with probability p. 
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The subslot is in a transmit slot at station A. This occurs with probabil- 
ity (1 -p). 
Since each condition is independentr 1 ^— !-p(l — p) is the fraction of subslotsPor timer 
in which all three constraints are met. Therefore a throughput of at least m= ^p{l —p) 
can be achieved to a single neighbor. This bound is a slight underestimate because 
we have removed from consideration all subslots that straddle the boundary between 



4 In some systems (depending on the parameters) the method presented here will result in very 
small packets that may be unnecessarily wasteful of bandwidth (since the per-packet overhead will 
be amortized over very little payload). Nevertheless, the approach presented will serve to illustrate 
the general performance characteristics of the system. In a low bandwidth system, the small fixed- 
size packets would be very much like cells in an ATM network. Larger packets of varying size that 
are typically found in computer networks would need to be fragmented into cells with small headers 
and then reassembled at the other end, much like how ATM networks will carry Internet IP packets. 
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two consecutive receive slots at the receiver. Alsorin the case where a station has a 
number of neighbour it may be able send packets of length 2aict more than ^*— ^ of 
the total time when communication is possible because some of those subslots that 
straddle the slot boundary of one neighbor may be usable to send to some other 
neighbor. 

There are a few tradeoffs to be considered when selecting the size of slots and 
number of subslots. Smaller slots will reduce the scheduling delay by increasing the 
frequency of slots (which will reduce the expected amount of time until a suitable slot 
arrives — see Section 3.1.6). There will need to be at least a few subslots in each slot 
to get the throughput to a single neighbor up to a reasonable value (as the maximum 
throughput to a single neighbor with m subslots per slot is ^— -p(l — p)). Howeverr 
there will be some amount of per-packet overhead associated with each transmission. 
Furthermorerthe spread-spectrum radios will need some amount of overhead time to 
synchronize the receiver's despreading code at the beginning of each subslot. There 
will also need to be some amount of per-packet overhead to carry information needed 
by the network for routing and control. Because of this overheadrin the limit of very 
small packets throughput would go to zero (as all of the channel time would then be 
used for overhead). 

3.1.3 Multiple neighbor throughput analysis 

A station with multiple neighbors will be able to transmit to some neighbor more 
than p(l — p) of the time because at some of the times when one of its neighbors is 
not in a receive windowr other neighbors will be. In particularrthe fraction of the 
time when none of a set of k neighbors is listening is (1 — p) k and the fraction of 
time in which this happens while the station is in transmit mode is (1 — p) k+l . The 
fraction of time that a station is in transmit mode in the first place is just (1 — p). 
Subtracting from this the amount of this time when no one is listening yields an 
expressionras a function of prfor 6rthe total throughput out of a station with k 
neighbors. The maximum total throughput of a station (assuming it has traffic for 
all of its neighbors) is thus: 

e(p,k) = (i-p)-(i-p) k+1 (3.i) 

The receive duty cycleFpFshould be set to maximize Q(p, k) The particular maximum 
will depend on the number of neighborsr&Fbut it is possible to choose a single value 
for p so that the throughput is near maximum for a range of ft's. Figure 3.3 shows a 
plot of Q(p, k) as a function of p for various values of k. (For any particular kTQ(p, k) 
is maximized when p = 1 — (k + 1)=* .) As can be seen in the figureFchoosing a value 
for p near 0.3 will provide nearly optimal throughput for a wide range of values for k. 
A more sophisticated system may have each station choose a different value for 
p after the number of neighbors is known (as a result of the routing computation). 
This scheme would considerably complicate the analysis because now the throughput 
would depend not only on a station's value of p and the number of neighborsrbut 
also the value of p chosen by each of the neighbors. From the point of view of any 
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Figure 3.3: Variation of throughputr(l — p) — 
for the number of neighbors k ranging from 1 
good throughput for a wide range of k. 



(1 — p) k+1 Twith receive duty cycler^r 
to 20. Note that p near 0.3 produces 



single stationrthroughput would then be best when p = (always transmitting) and 
all neighbors choose p = 1 (always listening). Any attempt at optimization would 
have to be global. In this workrall stations will be assumed to use an identical value 
for p near 0.3. 

3.1.4 Feasible throughputs 

The analysis of throughput above assumes that we have plenty of traffic for each 
neighbor and that we want to maximize the total throughput out of a station (re- 
gardless of throughput to each destination). In an actual networkrthe demand for 
traffic out of a node may not be distributed evenly enough to make use of all op- 
portunities to send to a neighbor. For examplerif all of the traffic is for one single 
neighborrthen the throughput is at most (1 — p) — (1 — p) 2 rregardless of the number 
of neighbors the sender has. 

The additional constraints are that for each subset of k! neighbour the total 
throughput to that subset of neighbors cannot exceed (1 —p) — (1 — p) k +1 . There are 
2 k — 1 of these constraintsFone for each non-empty subset of the k neighborsFwhich 
must be satisfied for a given set of flow rates to be feasible. 

The choice of the receive duty cycle p is not influenced much by this observation. 
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If a station with k neighbors only has traffic for some of themrthen the optimal 
choice for p is just the same as the optimal choice for p if there were fewer neighbors. 
Figure 3.3 already shows that 0.3 is reasonable value for p for a wide range of fe's. 

3.1.5 Scheduling the packets 

Even though a given set of rates for traffic to various neighbors may be feasible (by 
the criteria above)Ta station will need to schedule the packets into the appropriate 
kinds of subslots in the appropriate ratios to achieve the particular rates. There will 
be three different kinds of subslots into which a packet may be scheduled: 

1. subslots that can be used to send to neighbor Arbut not to neighbor Br 

2. subslots that can be used to send to neighbor Brbut not to neighbor Ar 

3. subslots that can be used to send to either neighbor A or neighbor B. 

If one destination is less popular than the otherrthen its packets should not be allowed 
to fill up all the sublots of the third kind. The subslots of the third kind will need 
to be allocated more heavily to traffic for the more popular station. For exampler 
a station with two neighbors with p equal to 1/2 should be able to handle a total 
demand for service of 3/8 to these two neighbors. 5 The most asymmetric distribution 
of traffic that could be carried would be an outgoing rate of 2/8 to one neighbor 
and 1/8 to the other neighbor. Each of the three kinds of subslots will occur with 
frequency 1/8. In order to support a traffic load with an outgoing rates of 2/8 to 
neighbor A and 1/8 to neighbor B all of the third kind of slot will need to be used 
for traffic to neighbor A. In this caserall packets for destination B will have to be 
confined to subslots of the second kind. 

FortunatelyT a simple-minded and oblivious method of scheduling the packets 
seems reasonable. (A non-oblivious scheme that tried to ensure that the packets 
are assigned to the correct kind of subslot would be complex. It would need to be 
aware in advance of the flow rates to the the various destinations and would have to 
base its scheduling decisions on all of this information.) By booking each packet in to 
the first available subslot at the moment it arrivesrthe bookings will tend to assign 
packets to the correct sort of slot. In the example aboveFa few packets for neighbor 
B may at first be booked into subslots of the third kind. Packets for neighbor A will 
also be booked into subslots of the third kindrfilling slots into the future. As subslots 
of the third kind get filled up (by the excess demand) Tpackets for station B will tend 
to always find an earlier booking in a subslot of the second kind. 

There are a number of different schemes that could be used to schedule the slots. 
For exampler separate queues could be maintained for each next-hop and queues 
serviced as the slots come along. The selection of queue to service could be made 
sensitive to the lengths of the various queuesr possibly favoring longer queues over 



5 The value of 1/2 for p was selected here just to make the illustration easy. For two neighbors 
and p = 1/3, the two illustrative throughput values would be 2/9 and 4/27 for a total throughput 
of 10/27. 
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shorter queues in slots for which there is a choice to which neighbor to send. Further 
examination of these issue will not be presented here. 

3.1.6 Delay 

The delay in this system comes in two components. As in any store-and-forward 
packet networkr a packet will experience some amount of delay on each hop due 
to the fact that it cannot begin transmission to the next station until it has been 
completely received. With the scheduling scheme presented hererthere will be some 
amount of additional delay due to the need to wait for a suitable slot to arrive. 

Precisely determining the delays due to this scheduling scheme is complicated. A 
simpler situation that can be used to model the delays due to the actual method is 
to consider the delays when there is no interference from other traffic and to consider 
transmitting packets only in the first subslot of each of the transmitting station's 
slots. 6 A packet will wait until one of these first subslots overlaps with a receive slot 
at the receiving station. 

When there is very little traffic in the networkr the time at which a packet will 
be sent (in the actual scheduling method) will not be affected by the presence of 
other traffic in the netrhence it will be sent as soon as a suitable subslot occurs. The 
suitability of a subslot will be identical to the suitability of other subslots that are part 
of the same slots at both the transmitter and receiver. Solo packets will be sent in the 
earliest of such a string of suitable subslots. A string of suitable subslots will begin 
at either the beginning of the transmitter's scheduling slotrbr at the beginning of the 
receiver's scheduling slot. Hencerby assuming (in the simplified model) that packets 
will only be sent in the initial subslot of a transmit slot at the transmitting stationr 
we will overestimate the delay since we are not considering all possible times when 
the packet might be sent. (In Chapter 5 we will see that we have not overestimated 
the delays observed in simulation by more than one slot time.) 

The simple model is easily analyzed as a Bernoulli process. The beginning of 
each transmit slot corresponds to an independent Bernoulli trial with a probability 
of success of p(l — p) (where p is the receive duty cycle). The expected number of 
trials to a success in a Bernoulli process is the reciprocal of the probability of success 
in a trial. Hence the expected number of slots until the packet can be sent is , *_ -. . 
The expected delay is minimized at p = 0.5 where is has a value of 4.0 (slots). For 
p = 0.3rthe expected delay is 4.76 slot times. 



6 We are assuming here that the first subslot of each of the transmitting stations' slots does not 
straddle a slot transition at the receiving station. This assumption does not significantly damage the 
accuracy of this analysis. The additional delays in the actual scheduling method would be shifted 
by only one subslot in those cases where both of the receiver's slots (which overlap in part the 
transmitter's first subslot) were not listening slots. 
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3.2 Respecting neighbors' receive windows 

The first section of this chapter has developed a method of avoiding interference from 
a receiving station's own transmitter. This section will extend this method to avoid 
all significant interference from local sources. 

Interference from a nearby station's transmitter may be a problem if it is used 
to transmit at high power (to deliver a packet to a distant station). It would be a 
problem if the nearby station's transmitter delivers an interfering signal with power 
sufficient to significantly lower the signal-to-noise ratio of packet receptions. Whether 
the effect is significant or not will depend on how much processing gain the stations 
are using (which determines their tolerance to interference). 

The power levels of signals are commonly discussed in terms of decibelsFa log- 
arithm of the power level. But here we are concerned with what the effect of an 
additional interfering signal (with some power level) is on the overall level of interfer- 
encerwhich may already be quite high. The power levels addrbut not the logarithms 
of the power levels. For exampleHf two signalsFone at a power level of 20 dB and the 
other at a power level of 10 dB are addedrthe power level of the resulting signal is 
at 20.4 dBrwhich is a barely significant change. In order for the addition of a weak 
signal to increase the overall level of interference by more than 1 dB its power level 
must be at least one fourth the power level of the overall interference. One decibeir 
which is about a 25 percent changeHs a reasonable threshold for significance. While 
we can not strictly budget the additional level of interference we may tolerate from 
each nearby neighbor independently (as two additional sources of interference can 
combine to produce an even greater level of extra interference) F we can hold each 
such potential additional sources of interference to a maximum increase of 1 dB in 
total interference and budget a few decibels of additional headroom. It would then 
take more than four simultaneous high-power transmissions (each contributing just 
under the 1 dB threshold) from nearby neighbors to have more than a 3 dB effect on 
the overall level of interference. 

Only in infrequent circumstances will a neighbor's transmission increase the level 
of interference by more than 1 dB. In Chapter 2 it was shown that the background 
level of noise may be roughly a factor of 100 greater (up by 20 dB) than the level 
of individual signals received from nearby stations. Stations already must cope with 
this level of interference. In order for an interfering station to significantly increase 
(by more than 1 dB) the total amount of interferencerit would have to deliver (to 
the interfere-ee) more than 20 times (or 13 dB more) the amount of power that it is 
delivering to the intended recipient. (If the noise level is 20 dB over the target receive 
powerrthen the threshold of significance of one fourthror -6 dBrof the level of the 
noise is 14 dB over the target receive power. Choosing 13 dB here is one decibel more 
conservative.) Assuming \ propagationrthis threshold will be exceeded only when 
the receiving station is more than five times as far away as the interfere-ee (from the 
transmitter). For exampleFa station would need to be located inside the circle for a 
transmission from station A to station B to significantly affect the noise level: 
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If the most distant stations we are communicating with are at a distance of 2p 2 p 
then the expected number of stations inside a circle with a radius of one-fifth this 

distance is only tt ( |J ~ 0.5. This number is well under the interference threshold 
of 4 nearby transmitters selected above. Therefore this form of interference will not 
often be a problem. 

When high power must be usedran additional constraint can be placed on the 
scheduling (to avoid interfering with a neighbor's reception). Those packet transmis- 
sions that will require high power must not be scheduled at a time that overlaps with 
a receive window at a neighbor who is too close. Using the notation from Chapter IT 
station k is too close to station i for station i to send to station j during a receive 
window of station k if /i? ■ < 20hf k . The factor of 20 means that if the signal at a 
nearby neighbor wilirat a neighborrbe more than 13 dB above the usual reception 
power leveirthen it cannot be sent during that neighbor's receive windows. While in 
simulations this constraint seldom came into playTwe will see in the next chapternt 
succeeds in effectively eliminating packet receptions with low signal-to-noise ratios. 

3.3 Conclusion 

This chapter has presented a pseudo-random scheduling method that can be used to 
ensure that packets are not received at times when the signal-to-noise ratio would 
be unacceptably lowered due to nearby sources of interference. The method requires 
neither global synchronization nor global coordination. Each station can arrange 
independently with its immediate neighbors to ensure that its transmissions do not 
mask the reception of packets either by itself or by any particularly close neighbors. 
The maximum total throughput (or fraction of time spent sending) out of a station 
is around 0.21 for a single neighborrand can be increased as more neighbors are 
added. A station can even spend more than half of the time sending if it has a 
sufficient number of neighbors (see Figure 3.3). The expected delay per hop due to 
the scheduling method is a few scheduling slots whichrwith four subslots per slotHs 
around two dozen packet times (or subslot times). 

The methods of this chapter and the design strategy of Chapter 2 together yield a 
design for an effective packet radio network that can scale to seemingly arbitrary den- 
sity and requires no centralized coordination of channel use. In Chapter 2 we showed 
that even at high densities the network can maintain the ability to communicate be- 
tween nearby neighbors by using spread-spectrum radio techniques. In this chapter 
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we showed how to ensure that packets are sent only at times at which they will not 
be dropped due to collisionsrbut we did not require any global synchronization or 
coordination. 

In the next two chapters we will present some simulation results that explore the 
performance of the network we have designed. Some further discussion of performance 
is presented at the end of Chapter 5 and in the last chapter. 
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Chapter 4 

Simulation of Channel Noise Levels 



This chapter will present simulations of the techniques presented in earlier chapters. 
Simulations will not only demonstrate the management and control techniques pre- 
sented in earlier chaptersrbut will also allow observation of some aspects of network 
performance that would otherwise be difficult to discern. 

The most important observable is the actual signal-to-noise ratio achieved at the 
receiver for each packet. The analysis of the noise levels from Chapter 2 was only 
suggestive of what the probable range of noise levels might be in an actual network. 
Since stations will communicate over distances other than exactly p~2rthe signal-to- 
noise ratios will vary from the levels predicted in Chapter 2. 

The simulatorrprmmrexplicitly simulates the level of interference contributed by 
each transmission at each receiver. The inputs to the simulation are the geometry of 
stationsra model of trafficrand the transmission scheduling and control algorithms 
with their associated parameters. The geometry is used to determine the path gains 
between stations (proportional to \ where r is the distance between the stations). 
The path gains are used to determine routes. For nowrthe routes are minimum-energy 
routes. The results of the simulation include explicit traces of packet transmissionsr 
traces of noise levels at receiversFand the statistics of the lowest level of the signal- 
to-noise ratio during the reception of each packet. 

The performance of the network can be examined at two different levels: locally 
and globally. LocallyTthe throughput from one station to a neighbor (by direct 
communication) can be observed. This local throughput between two neighbors is 
a function of the bandwidth of the channeirthe signal-to-noise ratio at the received 
and the fraction of time the transmitter spends using the channel to send to the 
receiver. At the local leveirit is important to ensure the robustness of the commu- 
nication: packets that are transmitted must be received with high probability. By 
simulationrthe range of signal-to-noise ratios can be observed and compared with the 
rate of growth of the noise level predicted in Chapter 2. Then an appropriate level of 
processing gain can be selected for the spread-spectrum radio system. 

GloballyTthe end-to-end throughput and delay will depend not only on the local 
throughputrbut also on congestion and queueing delaysFwhich depend on the offered 
load on the network. These global issues are not unlike the issues in any other packet 
network. However if the proposed wireless networks were to be used independently of 
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Figure 4.1: 100 stations randomly placed in a 10km by 10km square. (Four of the 
stations are labeled by station number as they will be referenced in the text.) 

any installed infrastructurerthere may be no opportunity to upgrade congested areas 
of the net. The next chapter will examine these issues and use the routings computed 
by the simulator. 

4.1 Simulation to observe SNR 

This section will present simulations to observe the signal-to-noise ratio at which 
packets are received. 
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Figure 4.2: Direct hops used by minimum-energy routes. 

4.1.1 Geometry and routing 

The simulator places the stations in a 10km by 10km square. The locations are 
selected randomly by selecting two random numbers for the x and y coordinates for 
each station. Neither the size of the area nor the density of stations is important 
to our simulations. As we saw in Chapter 2 only the total number of stations and 
the average amount of power radiated by each station affect the signal-to-noise ratios 
(when there are many interfering stations and the thermal noise floor is therefore 
insignificant). The same number and arrangement of stations would produce the 
same simulation results if it were scaled to any size. Figure 4.1 shows the locations 
of 100 stations. 

Minimum-energy routes are then computed 1 assuming path gains proportional to 



1 While the routing computation in the simulator with only 100 or 1,000 stations is straightfor- 
ward, in a network of 1,000,000 stations (simulated or otherwise) the computation and storage of 
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\ (where r is the distance between stations). These minimum energy-routes have the 
property that a route from A to C that goes through B will use the same route from 
B to C as any other route that goes through B to get to C. 2 Hence the result of this 
routing computation can be stored as a routing table at each station that indicates 
the next hop station for each possible destination. Figure 4.2 shows all of the direct 
hops that are used by any route for the network of 100 stations. 

4.1.2 Operation of simulator 

The simulator's core operation is to explicitly record the contribution to the noise 
level at each receiver for each transmission. The simulator is run by an event queue. 
Each station calls the core simulator to begin and end each transmission. The core 
simulator calls the receiving station to report the reception of successful packets. 
Packet reception might be unsuccessful ifTat some point during the receptionrthe 
signal-to-noise ratio deteriorated to an unacceptable level. For nowrall packets are 
considered to be successfuirregardless of signal-to-noise ratioFand the lowest signal- 
to-noise ratio during the reception of each packet is recorded for later observation. 

Each station's clock is set to a random time and each station schedules its trans- 
missions to fit within its scheduling constraints (using the methods from Chapter 3) 
and the constraints of the receiving station. The pseudo random slot schedules have 
a receive-window duty cycle of 0.3. If the respect-neighbor constraint (which we 
developed at the end of Chapter 3) is enabledrthen the transmissions are further 
constrained to not contribute more than —133 dBW to the noise at any receiverr(a 
factor of 20 down from the target power level). 

Upon receiving a packetreach station selects the next hop station from the routing 
table and then books the packet into an unreserved subslot at some time in the future. 
The subslot is then marked reserved to prevent other bookings into the same subslot. 
The core of the simulator is then called to schedule the event to actually transmit the 
packet. 

4.1.3 Other parameters for simulation 

The calibration parameters for the simulator were chosen to match the 26 MHz-wide 
license-free band at 915 MHz. 3 The selection of frequency determines a constant 
factor in the determination of all of the path gains (the path gains have a quadratic 
dependency on the wavelength) but since all propagation is affected equally by this 
parameterrthe choice of band does not affect the simulation results. The thermal 
noise floor has a linear dependence on the bandwidthFbut it is not important either 
since the level of interference from other stations will make thermal noise insignificant. 
The regulatory limit on power in this band is 1 Watt and was used as the maximum 



the routing tables would be difficult. Solving this problem remains beyond the scope of this work. 

2 If this were not true, then the route from B to C would be a lower energy route than the B to 
C suffix of the route from A to C. But then the route from A to C could be improved by replacing 
its suffix with the route from B to C. 

3 The authorization is in 47 CFR 15.247. 
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transmitter powerrbut with the parameters for these simulations it was never a factor 
in limiting station power when power control was enabled. The antennas are assumed 
to be ideal isotropic (sometimes called "zero gain" or dBi) antennas. The target 
power for power control was chosen to be —120 dBW. This target was chosen to be as 
low as possible while still maintaining a comfortable 30 dB margin above the thermal 
noise floor (which is at around —150 dBW for a 26 MHz- wide channel). 

The simulation results and conclusions are largely independent of all of these 
parameter choices. Alternative values would just shift all the signal levels or thermal 
noise levels by a few dB. The amount of self-interference (which dominates the 
performance of this system) would not change since the transmitted and received 
signal levels will change proportionately together. 

The power level delivered to a receiver from the station's own transmitter was cho- 
sen to be 40 dB down from the transmitted power. Forty decibels of isolation (at one 
frequency) would be remarkable performance from an antenna system incorporating 
a duplexer or circulator and a more realistic choice might be in the range of 10 dB 
to 20 dB. Howeverr double's in the C programming language used to construct 
the simulator provide mantissas that can support only around 150 dB of dynamic 
range. 4 With the thermal noise floor at around —150 dBW (at 26 MHz bandwidth) 
and transmitter output powers as high as dBWrany less duplexer isolation would 
result in problems due to roundoff error in the simulation. NeverthelessFwith 40 dB 
of transmitter-receiver isolationrthe power received from a station's own transmitter 
will still be high enough to ensure obliteration of any other received signal. In any 
caserthe scheduling algorithms assure that no reception will be attempted during a 
transmissionrso the simulation results (the signal-to-noise ratios at which packets are 
received) are unaffected by this choice. 

A slot rate of 64 per second and a subslot (or packet) rate of 1024 per second (or 16 
subslots per slot) was chosen for simulation. Assuming that 20 dB of spread-spectrum 
processing gain is neededrand within the constraints of the three license-free spread- 
spectrum bands in the U. ST the system with this set of parameters could provide 
for roughly 30 to 120 bytes per packet (depending on which band was used). In the 
future with anticipated advances in electronicsFa system operating in a bandwidth of 
one or two GHz (probably operating at a few tens of GHz) would be able to support 
2000-byte packets at a packet rate of 1024 per second. 

The hash function used for scheduling was: 

hash(:r) = x 17 mod 2 31 - 1 

Where x is the top 38 bits of a 64-bit clock kept at each station. The relative phases 
of the clocks are randomly initialized. The result of the hash functionFan essentially 
uniformly-distributed 31-bit numberFwas then compared with 2 31 p where p is the 
receive duty cycle. If the hash value is lessrthen it is a receive slot. The hash 
function was empirically tested for low self-correlation and it appeared to be good. 5 



4 IEEE 64-bit floating point numbers have 52-bit mantissas. A 52-bit mantissa provides a dynamic 
range of 2 52 ; log 10 2 52 = 15.6, hence 156 dB. 

5 The form of this hash function was suggested to me by Derek Atkins. 
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4.1.4 Traffic to load each station's transmitter 

The worst-case signal-to-noise ratios will determine the level of processing gain re- 
quired to make the system operational. Since transmissions will depend on the trafficr 
observing worst case signal-to-noise ratios requires selecting a traffic load designed to 
maximize the amount of time spent transmitting. This maximum would occur when 
there is boundless traffic demand on each direct hop used by routes. We can simulate 
this by generating and enqueueing (or booking) one packet at each station for each 
direct-hop neighbor. When the packet transmission is actually begunFa new packet 
for the same neighbor is generatedrenqueuedrand scheduled. This scheme for packet 
generation ensures that every transmitter is operating at all times at which it might 
transmitrand provides that at times when there are more than one possible receiverr 
the transmissions will rotate evenly among the possible receivers. 

4.1.5 Observed signal-to-noise ratio 

Figure 4.3 illustrates the operation of the simulator. With the simulator operating 
with the 100 station geometry and routing of Figures 4.1 and 4.2rthis figure shows 
the received power at station 29 as a function of time. Power control was enabledrso 
the power of all transmissions are controlled to deliver —120 dBW (or one picowatt) 
to the intended receiver. The high peaks near —65 dBW in Figure 4.3 correspond 
to transmissions to the neighbors numbered 14 and 66. Since in this simulator the 
received power level of a station's own transmitter is 40 dB down from the transmitted 
power leveirthe output power levels of these transmissions was around —22 dBW (or 
about 6 milliwatts). The peaks at —83 dBW correspond to transmissions to a nearby 
neighborr station number 46. These transmissions occur at a lower power level (in 
this caser approximately 50 microwatts) since the path gain is higher to a nearby 
station. 

The peaks at —103 dBW are not from the station's own transmitterrbut are from a 
nearby neighbor transmitting at high power. In these cases station 46 is transmitting 
to either station 79 or station 51. 

The packet receptions are illustrated on the received power plot by the small 
segments with arrowheads drawn at the received power level. In this case (with 
power control) all receptions occur at a received power level of —120 dBW. Note that 
some receptions overlap in time. 

Without power controirthe power at which packets are received varies. This varia- 
tion is illustrated in Figure 4.4. HereFall transmissions occur at .02 Watt (—17 dBW) 
output power (which in the local receiver is observed as —57 dBW). Notice that with- 
out power controirthe packets arrive at station 29 from the nearby neighbor (station 
46) at an unnecessarily high power level. 

From these plots we can quickly estimate what the signal-to-noise ratio is. The 
distance from the reception line to the received power level is the ratio (in dB) of 
the signal level to the signal plus noise level. When the signal level is significantly 
below the noise level (by a factor often or more)rthis ratio is essentially equal to the 
signal-to-noise ratio. 
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Figure 4.3: Example of received power as a function of time at station number 29 in 
the 100-station network. The lines with tiny arrowheads below the plotted receive 
power level are the receptions plotted at the time and power level at which they 
occur. Since power control is being usedrall receptions occur at the same power 
leveir— 120 dBW. The higher levels of received power are caused by operation of 
the station's own transmitter. The variation in the transmitter's power level can be 
seen. (The receiver sees the transmitted power level down 40 dB.) A few of the high 
received power levels (those near —100 dBW) are caused by a transmitter at a nearby 
station (number 46 on the map in Figure 4.1). 

For each packet reception the simulator records the highest received power level 
that occurred during the reception. This peak power level is used to determine the 
lowest signal-to-noise ratio experienced during the reception of each packet. Figure 4.5 
shows distributions of these signal-to-noise ratios from two simulations. The first 
simulationrshown on topris without power control. The second simulationrshown 
on the bottomris with power control. Both of these distributions are centered around 
approximately — 7 dB. This value roughly matches the signal-to-noise ratio predicted 
for a network of 100 stations by the model of Chapter 2 and Figure 2.1Tif we assume 
a transmit duty cycle in the ranger of one half to one fifth. Most actual transmit 
duty cycle values were indeed in this range as shown in the top of Figure 4.6. The 
transmit duty cycle is not affected by power control so the one distribution at the top 
of Figure 4.6 applies to both cases in Figure 4.5. 

Successful reception will require that the signal-to-noise ratio during reception 
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Figure 4.4: Simulation of received power at station number 29Fwith power control 
disabled. All transmissions are at —17 dB WTor 0.02 WattsFoutput power. As beforer 
the lines with tiny arrowheads plotted below the received power level represent the 
receptions at this station and are plotted at the time and power level at which they 
are received. The variation in received power is a direct result of disabling the power 
control as it now depends on the distance (or path gain) between the stations. (Both 
the background noise level and the level of individual receptions are around 10 dB 
higher here than with power controirbut that is the result of the particular fixed 
power level chosen for the transmissions. This 10 dB shift is not important. What is 
important is the signal-to-noise ratiosFsome of which are improved by use of power 
controirbut the effect is too subtle to be seen by comparing this figure with the 
previous figure. We will be able to see the difference in Figure 4.5.) 

remain above some threshold. A reasonable expectation for the performance of the 
the spread-spectrum radio detectors is that reception will be successful when the 
received signal-to-noise ratio (in dB) plus the processing gain (in dB) remains above 
5 dB. 6 With a processing gain in the range of 20 dB to 25 dBrthe threshold would 
be somewhere between —15 dB and —20 dB. The vast majority of packets will be 
received successfully in either of these cases. 

Power control is clearly an improvement. It reduced the number of packets re- 
ceived both at excessively high power and at undetectable (low) signal-to-noise ratiosr 
without changing the center of the distribution. This change is an improvement over 



! [SOSL94], Chapter 5, page 1109 
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Figure 4.5: Distribution of worst signal-to-noise ratio during reception of each packet. 
Top plot is without power control and bottom plot is with power control. 

not doing power control because it moves packet receptions out of the left tail of the 
distribution (where packets are below the threshold and will be dropped) by reducing 
the amount of interference from those transmissions that previously formed the right 
half of the tail of the distribution. 

Even with power controirsome packets remain below the threshold for successful 
reception. These low signal-to-noise ratios are caused by interference from high-power 
transmissions occurring near (in space) to receptions that overlap in time. These few 
remaining cases of unsuccessful reception can be eliminated by turning on the respect- 
neighbor constraint. Figures 4.7 and 4.8 show that turning on the respect-neighbor 
constraint eliminates the tail. 

The respect-neighbor constraint is actually more effective at tightly cutting off 
the tail of the distribution than has been demonstrated here. The threshold for 
the respect-neighbor constraint (13 dB) was chosen with the assumption that the 
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Figure 4.6: Distributions of the transmit duty cycle. The top is without the respect- 
neighbor constraintrand the bottom is with the respect-neighbor constraint. There 
are no significant differences between the transmit duty cycles with and without the 
respect-neighbor constraint. 

background level of interference was already 20 dB above the received signal levels. 
But the overall level of interference here is on average only 10 dB above the target 
reception power level (because this is a small network). Hence a nearby neighborr 
within the 13 dB constraint imposed by the respect-neighbor constraintrmay in fact 
decrease the signal-to-noise ratio down to as much as -15 dB. As the network scalesr 
the overall noise level increasesFreducing the impact of those high-power transmissions 
allowed under the respect-neighbor constraint. Thusrthe cutoff will become tighter 
as the number of stations increases. 
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Figure 4.7: Impact of the respect-neighbor constraint on signal-to-noise ratio. Top 
distribution is the same as the bottom of Figure 4.5 (though the scale has changed) 
which is from a simulation with power control but without the respect-neighbor con- 
straint. The bottom is with power control and with the respect-neighbor constraint. 
The respect-neighbor constraint has reduced to zero the number of packets received 
with low signal-to-noise ratio (this reduction can be seen more clearly in Figure 4.8 
where the vertical scale is magnified) Tbut has otherwise had little impact. 
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Figure 4.8: Same as Figure 4.7 but at a magnified vertical scale so that the tails can be 
seen more clearly. In the bottom distribution (for the case with the respect-neighbor 
constraint) no packets were received with a signal-to-noise ratio of less than —17 dB. 
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Figure 4.9: A network of 1ID00 stations. Links shown are the direct hops used by 
minimum-energy routes. 

4.2 Reduction in signal-to- noise ratio as network 
scales 

As the network scales in number of stations (or in density within a region) the signal- 
to-noise ratios are expected to grow as predicted in the model of Chapter 2 and 
Figure 2.1. While direct simulation of the interference in a network with millions of 
nodes is not possiblerthe simulator can be used to investigate the growth of noise 
with a modest amount of scaling. This section presents the results of scaling the 
network to 1ID00 nodes. 

As earlier in the chapterrthe stations (this time one thousand in number) were 
placed randomly in a 10km by 10km square. Minimum-energy routes were computed 
between all pairs of stations in the network. The direct hops used by these routes are 
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Figure 4.10: Signal-to-noise ratios for a network of 1ID00 stations. The top plot is 
withoutrand bottom plot is withrthe respect-neighbor constraint. 

shown in Figure 4.2. Againrthe network was loaded heavily by generating traffic to 
cross each direct hop that is used by any route. 

The distributions of signal-to-noise ratios are presented in Figures 4.10 and 4.11. 
With 1ID00 stationsrthe distributions are centered slightly lowerrnear —9 dB. This 
value corresponds closely to the shift expected from the model in Chapter 2rand can 
be read directly off of the eta=0.5 curve line of Figure 2.1. 

Without the respect-neighbor constraintrthe tail is much longer this timeFas can 
be seen in Figure 4.11. This lengthening of the tail is caused by a few stations that 
happened to have been placed extremely close together (in some cases only 5 meters 
apart). The respect-neighbor constraint again eliminates the interference that leads 
to the low signal-to-noise ratio tail of the distribution. 
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Figure 4.11: Same as Figure 4.5rbut at a magnified vertical scale so that the tails 
can be seen more clearly. 
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4.3 Summary 

The simulations presented in this chapter have verified the model for noise-level 
growth from Chapter 2 and have exercised the scheduling methods from Chapter 3. In 
networks of 100 and 1ID00 stations randomly placed in a square arearboth minimum- 
energy routing and the respect-neighbor constraint have been demonstrated to allow 
all packets to be received at a reasonable (and useful) signal-to-noise ratio. If stations 
with a moderate amount of spread-spectrum processing gain are employedrthen we 
can be reasonably certain that transmitted packets will be received successfully. The 
packet radio network is essentially collision-free. 
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Chapter 5 

Multihop Routing and System 
Performance 



Earlier chapters have shown how a system of packet radio stations can maintain the 
ability to communicate between neighbors while the system scales in number and 
density. While this is a meaningful resultran important limitation (with minimum 
energy routes) is that stations can directly communicate with only their neighbors. 
Packets traveling further will be routed over multiple hops. The sharing of resources 
implied by this limitation may have a significant impact on overall system perfor- 
mance. Accurately measuring overall system performance in light of this requires 
knowledge thatrin generairwe do not have: What are the end-to-end demands for 
service? 

Even without knowledge of the trafficr some observations can be made about 
overall system performance. The routing tables produced by the minimum-energy 
routing can be examined to observe the amount of sharing. For exampleHf the traffic 
is uniformly distributed to and from each stationrthen the number of end-to-end 
paths that pass through a station is a measure of how much traffic is competing for 
resources at that station. 



5.1 Congestion 

Multihop traffic will be limited by contention for use of the resources at shared transit 
stations. Only single-transmitter stations were considered in this workrso at most 
one packet may be transmitted at a time by any one station. 1 The receivers will have 
multiple despreading channels and detectors and may receive a number of packets 
simultaneously. Therefore even with a receive duty cycle of only 0.3rstations may be 
able to receive packets at a higher rate than they can be transmitted. 

For the same UDOO-station network with minimum-energy routing that was pre- 



1 Multiple transmitters per station might make sense if directional antennas were used, but with- 
out directional antennas, the additional power from multiple simultaneous transmissions throughout 
the network would degrade the noise level such that any gain in throughput from multiple transmit- 
ters would be lost due to the increase in noise. 
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Figure 5.1: Distribution of number of paths routed through each station in the net- 
work of 1ID00 stations using minimum energy routes (as shown in Figure 4.9). For 
each source-destination pair there is one pathrfor a total of 1ID00ID00 paths. 

sented in the previous chapterr Figure 5.1 shows the distribution of the number of 
paths routed through each station. There are 1ID00ID00 total pathsrone for each 
pair of stations. Each of these paths is the route over which the lowest amount of 
energy would be used to transfer the packet end-to-end. (In two dimensions this is 
equivalent to finding the path with the shortest sum of the squares of the distance 
across each hop.) The most notable part of the distribution is the group of three blips 
at the extreme right side. Each of these three stations have over 200ID00 (or 20%) 
of the paths routed through them. If the distribution of traffic is at all uniformly 
distributed among the 1ID00ID00 different source-destination pairsrthen at each of 
these few stations more than one fifth of all traffic in the network will be vying for 
the throughput capacity of the station. 

Furthermorerif the traffic is distributed uniformly among the source-destination 
pairsrthen there are a number of stations that would carry more than 10% of the traffic 
(have more than 100ID00 paths through themrfrom the right half of the distribution 
of Figure 5.1). These stations are shown in Figure 5.2. The stations identified by this 
criterion are either part of a busy path (that is used to get from one large region to 
another)ror are located at the crossroads of two busy paths (that alone were not busy 
enough to cross the thresholdrbut at the crossroads station the combined number of 
transit paths was sufficient). 

Communication across the single hops chosen by minimum energy routing was 
shown (in Chapter 4) to remain functional when all such single hops are fully loaded. 
The system could try to route around the hot spots while continuing to use only the 
same set of single hops that were used in the minimum energy routing (thus continuing 
to ensure that packets would not be lost in the noise). By distributing the traffic 
differentlyTthe congestion might be alleviated. But this scheme would fundamentally 
change the routing computation. The route between two stations would then depend 
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Figure 5.2: Stations with more than 10% of the end-to-end paths routed through 
them. Shown here is the network of Figure 4.9 with a square drawn only at the 
stations carrying more than 100ID00 paths. 

not only on the geometry of candidate transit stations but on the routes of (and 
hence the geometry of) all other stations in the entire network. Even sor there is 
no guarantee that a sufficient number of alternative uncongested routes will exist. 
Figure 5.3 identifies all stations with more than 1% of the end-to-end paths routed 
through them. This figure shows almost all alternative paths are already blocked by 
a station with more than 1% of paths routed through itrshowing that a factor of 10 
is an upper bound on the reduction in sharing we could expect if we were to attempt 
to redistribute routes away from the stations carrying more than 10% of the paths. 

Another problem with using minimum energy routes for traffic that transits over 
a large distance is the accumulated delay introduced by the many hops. The top 
distribution in Figure 5.5 shows that many end-to-end paths in the UDOO-station 
network are over 30 hops long and some are as many as 70. 
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Figure 5.3: Stations with more than 1% of the end-to-end paths routed through them. 

It seems that routes other than minimum energy routes might be able to improve 
performance if they can reduce the number of hops and amount of sharing. A simple 
modification of minimum energy routing that attempts to improve both of these 
situations was explored. The modification consisted of adding a per-hop constant 
term to the cost function so that the cost of a route is now a linear combination of 
the energy of the route and the number of hops on the route. By preferring paths 
with fewer hopsrthis modification wilirbne hopesFreduce the amount of sharingrbut 
do so in a way that does not require that the computation of routes take explicit note 
of the amount of sharing. 

The relative weightings in the linear combination should be chosen to have a mod- 
erate effect on the routes. Weighting the number of hops too light would result in 
no significant differences from the minimum energy routing. Weighting the number 
of hops too heavy might result in too many transmissions at high power (to cover 
the longer single-hops)Fwhich would increase the amount of interference. Increased 
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Figure 5.4: Map of the llDOO-station network showing single hops used by routes 
produced by a modification to minimum-energy routing. Here the cost of a route is 
a linear combination of the energy and the number of hops. The weightings were 
ad hoc and chosen to have a moderate effect on the routes. 

interference would reduce the achievable raw throughput of the spread-spectrum ra- 
dios because by decreasing the signal-to-noise ratio it would increase the amount of 
processing gain needed. Increasing the processing gain while holding the bandwidth 
constant reduces the achievable data rate. 

Figure 5.4 shows the single hops that are used in the resulting routings for one 
particular relative weighting of the number of hops. The weighting was chosen so that 
the number of hops on each path was on average reduced by roughly one half. The 
distributions of path lengths in both the original minimum-energy routing and the 
modified routing are shown in Figure 5.5. Figure 5.6 shows the resulting distribution 
of the number of paths routed through each station. These plots show that the path 
lengths have indeed been reduced by a factor of twofand that the amount of sharing 
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Figure 5.5: Distribution of path lengths of the 1ID00ID00 different paths in the network 
of 1ID00 stations. The top plot is for minimum energy routes. The bottom plot is for 
the paths produced by the modified routing computation. 

has dropped by roughly a factor of two as well (including the worst-case blips on the 
right). These results may appear to be an improvement in performance. The number 
of packets (of a fixed length in time) that can be sent between stations has been 
doubledrbut whether or not we have increased throughput depends on the impact of 
this departure from minimum energy routes on the signal-to-noise ratios. 

Figure 5.7 shows the change in signal-to-noise ratio due to the modified routing. 
The modified routing has reduced the signal-to-noise ratios by a factor of 4 (or 6 dB). 
A decrease of approximately this amount is understandable: The packets are on 
average being sent twice as far in each single hoprso the power control algorithm is 
on average increasing the power of each transmission by a factor of four (to cover 
twice the distance with \ propagation). The received power levels of each packet at 
the intended receiver will be the samerbut the interference has quadrupled in power. 



64 



number of stations 



00 








80 ■ 








60 








40 ■ 








20 ■ 


IT ^n 






■ 


H n ^^ nH h i^-^rum ^^^ n 


-"» *= r 


R 



20000 



40000 



60000 



80000 100000 

number of paths 



Figure 5.6: Distribution of number of paths routed through each station in the net- 
work of 1ID00 stations using routes produced by the modified routing computation. 

Hence the signal-to-noise ratio has been reduced by a factor of fourrand would be 
reduced by a factor of four in a system of any scale. In the already interference-limited 
channel the modified routing will result in a reductionrby roughly a factor of fourr 
in raw data rate achievable. 

The factor of two gain in throughput due to reduced sharing from the modified 
routing algorithm has been more than lost due to a resulting factor of four reduction 
in the raw per-hop data rate. The result is a net loss of a factor of two in system 
performance. UnfortunatelyTit appears that any system-wide deviation from mini- 
mum energy routing that is able to make a significant reduction in the number of 
hops takenror a significant reduction in the sharingFwill result in a net loss in system 
performance. 

Minimum energy routing is important to system performance. While it remains 
unknown if improvements might be possible on minimum energy routingFany im- 
provements are unlikely to change the routes much. In the experimental attempt to 
reduce the delay and the amount of sharing in the routesrthe number of hops was 
reduced. Any routing that reduces the end-to-end delay (which is dominated by the 
per-hop scheduling delays) must reduce the number of hops taken. Reducing the 
number of hops requires traversing longer distances with each hopFresulting in a net 
penalty in system throughput due to increased noiseFmore than offsetting any gains 
in reduced sharing from taking longer hops. 

More importantlyTthe results of this section illustrate that if the traffic demand on 
the network has no localityTthen packet radio networks cannot scale to large numbers 
of stations while maintaining constant per-station throughput performance. Even a 
moderate size network of only 1FJ00 stations was shown to have serious congestion 
problems. As any packet radio network scales in number of stationsrthe size of at 
least some cross section will grow no more than as the square root of the number 
number of stations. If there is no locality to the trafficrthe demand for service that 
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Figure 5.7: Signal-to-noise ratios in a network of 1ID00 stations. The top plot is with 
minimum energy routesrthe bottom plot is for the modified routing. The modified 
routing has reduced the signal-to-noise ratios by 6 dBror a factor of four. 

traverses this cross section will grow linearly in the number of stations. Thus as the 
system growsrthe demand to carry traffic through this cross section will grow faster 
than the capacity across the cross section grows. 

5.2 Multihop delay measurements 

End-to-end delay is an important part of performance in a communication system. 
This section presents a few measurements of delay from simulations of lightly-loaded 
networks that use minimum-energy routes to measure the delay in the absence of 
congestion. 

The top plot in Figure 5.8 shows the distribution of delays in the network of 100 
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Figure 5.8: Distributions of measured end-to-end delays under extremely light load 
in simulated network. The top is for the network of 100 stationsrthe middle and 
bottom are for 1ID00 stations. Both of these simulations used a slot size of 77 seconds 

64 

with packet sizes of j^ seconds. In the bottom plot the slot size was reduced to ^fg 
secondsfreducing the average wait for a suitable scheduling slot by a factor of four. 
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stations using minimum energy routingFwith a very light traffic load (one packet 
generated network- wide an average of once every ten seconds) T a slot rate of 64 per 
secondrand 16 subslots per slot. Each generated packet is assigned a random source 
and destination and then sent through the network from the source to the destina- 
tionrand the end-to-end delay is recorded. The middle plot in Figure 5.8 shows the 
distribution of delays for the same experimentrbut in the lFJOO-station network with 
minimum energy routing. 

Ignoring congestionr there are two components that contribute to the delay of 
multi-hop traffic. One is the number of forwardings (the path length). The other is 
a delay at each station due to waiting for a suitable slot to arrive. As the size of the 
network was increased from 100 to 1FJ00 stations (by a factor of 10)Tthe distance 
across the network increased by approximately VlOFwhich explains the factor of 3 
increase in delay evident in the second distribution of Figure 5.8. 

In the bottom distribution in Figure 5.8rthe slot rate was increased to 256 slots per 
secondrand the number of subslots per slot reduced to 4 (maintaining 1024 subslots 
per second). Delay is reduced by a factor of four because the expected time to a 
suitable slot has been reduced by a factor of four. While delay has been improvedr 
possibly at the expense of reduced throughput (since now one fourth of subslots now 
overlap two slots at a neighbor — see Chapter 3)rnot much more can be obtained here. 

The delay performance of packets wishing to transit a large network will be poor. 
Scaling from 1ID00 nodes up to 1I000IB00 nodes would increase the delays across 
the network by a factor of VlOOO or approximately 32. End-to-end delays would 
then be in the range of one minuteFwithout any congestion in the network. These 
delays would be unsuitable for any of the interactive applications that are used in the 
Internet todayTbut might be suitable for non-interactive applications such as large 
file transferre-maiirand distribution of Usenet news (but not interactive browsing or 
reading). 

5.2.1 Delay per hop 

To demonstrate the results in Section 3.1.6 for the delay across a single hoprthe 
experiment that produced the middle plot of Figure 5.8 (11000 stationsF64 scheduling 
slots per second) was run againrbut the end-to-end delay observed for each packet was 
divided by the number of hops the packet traversed. Figure 5.9 shows the distribution 
of average per-hop delays seen by each packet. The average delay over all hops taken 
by all packets was 0.061 seconds per hop. At 64 slots per secondrthe delay is 3.9 slot 
timesFwhich is less than (but within one slot time of) the value of 4.76 slot times 
predicted by the simpler Bernoulli model in Section 3.1.6. 

5.3 Summary of system performance 

In this sectionFa summary of parameters and performance will be presented for a 
design of the packet radio system. 
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Figure 5.9: Distribution of measured end-to-end delays divided by number of hopsr 
or the average per-hop delayT experienced by each packet in a lightly-loaded 1ID00- 
station network with minimum energy routesF64 slots per secondrand 16 subslots 
per slot. 

5.3.1 Single hop performance 

Here we determine the performance across a single hoprfrom one station to a single 
neighbor. The throughput determined here will be the maximum throughput to a 
single neighborrbut does not include additional throughput capacity that could be 
used to send to additional neighbors. The delay estimated here will be the delay across 
a single hop when no other traffic is competing for capacity (so there are no queueing 
delays). The single-hop performance is governed by the following parameters: 

• WTThe bandwidth in Hertz. The amount of radio spectrum allocated to the 
system. This will also be roughly the highest clock frequency that must be 
present in the digital circuitry used to generate and detect the spread-spectrum 
signals. 

• sFThe number of scheduling slots per second. 

• PGTthe processing gain used in the spread-spectrum systemr at least 100r 
maybe as much as 300. 

• mrThe number of subslots per slotrsuggested value of 4. 

• prthe receive duty cyclerthe probability that a given pseudo-random scheduling 
slot is a receive slot. Recommended value of 0.3 as determined in Chapter 3 
and from Figure 3.3. 

• 0-HFthe overhead bits per packet. Probably a dozen bits for spreading code 
synchronization plus whatever overhead is needed by the networkrfor a total of 
somewhere between 50 and 500 bits (depending on the network protocols used). 
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Values are suggested or estimated for all parameters except for the first two. The 
suggested or estimated values are largely independent of the bandwidth available to 
the system and are believed to be appropriate for a wide variety of situations. The 
bandwidth availablerwrwill be limited by government regulation or by technological 
limits on signal processing. Once the bandwidth is determinedrthe system designer 
must select a value for srthe number of scheduling slots per second. Here we will 
develop expressions for the throughputrdelayTand packet size as a function of the 
parameters and then examine the tradeoffs involved in selecting a value for s. 

The spread-spectrum chip rate will be approximately equal to the bandwidth W. 
Direct-sequence spread spectrum can send one data bit for every PG chips. Hence the 
raw data rate during transmission is -j^. As was seen in Section 3.1.2 the fraction of 
time we expect to be able to spend sending to a single nearby neighbor is m= ^p{l —p)T 
which for the values estimated above will be approximately 0.16. Combining these 
factorsrthe maximum raw throughput a (including overhead) from one neighbor to 
another is approximately 

W m — 1 

a = -^— — P( l ~P)- (5- 1 ) 

PG m 

For the suggested values shoveTa/W will be around 1 bit per second per kilohertz. 
But a is the total throughput including the overhead bits. The number of overhead 
bits per secondr/3ris 

l3 = OH ^ m ~ l \ (l-p)sm. (5.2) 

m 

So the data bits per second excluding overhead is a — j3. The efficiency while trans- 
mitting is then 

a -[3 _ W/PG-OHsm 

~^r - wjpg (5 - 3) 

OH sm 
= ' - WJPG- (5 ' 4) 

The number of data bits carried in a packet is 

W 



pr ~ OH. (5.5) 

PG sm 

Either the efficiencyT (a — f3)/aTov the number of data bits per packetror both will 
limit how high srthe number of scheduling slots per secondrmay be set. It should 
not be made so large that the efficiency drops significantly below one. In the case of 
the packet sizerthere may be some minimum packet size that the network must be 
able to carry while avoiding the complexities of fragmentation and reassembly. 

FinallyTthe expected amount of delay per hop due to schedulingrL> h0 prin an 
unloaded network is 

11 . . 

£>ho P = - -p. r- (5.6) 

s p(l — p) 

This makes higher values of s desirableras scheduling delay is then reduced. 
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5.3.2 Raw system performance with purely local traffic 

In some cases where there is some amount of locality in traffic loaoTthe techniques 
described in this work will perform better than more traditional multiplexing tech- 
niques (such as system- wide time division). As an examplerimagine that the traffic 
demands were ideally matched to the network's capability. This occurs when all traf- 
fic crosses only one hop (using the minimum energy routes). It is the same as the 
traffic that was generated in Chapter 4 to load up all of the single hops. In this caser 
for networks that are at least moderately large (of 1ID00 stations or more)rspread 
spectrum's simultaneous sharing of the channel will allow greater throughput than 
an ideally scheduled system that lets each transmission have exclusive use of a clear 
channel. 

For a single channel of bandwidth W (in Hertz) Tthe maximum throughput when 
the channel is otherwise clear is in practice limited to a few bits per second per Hertz 
of bandwidth. Even with extremely good signal-to-noise ratiosrthe Shannon bound 
grows as only the log of the signal-to-noise ratioFso at most a small factor k times W 
bits per second would be possible. If some ideal scheduler were able to schedule the 
transmissions among all stations so that no overlap occurred but so that the channel 
was always in user then the total throughput of the system would be at most kW 
bits per second. The total system throughput would remain constantr independent 
of the number of stations. As the number of stations increasesrthe fraction of time 
available to each station will be reduced. 

For a network with purely local traffic using the scheme presented in this workr 
multiple transmissions will overlap and interfere with each other. The signal-to-noise 
ratio in a large system will be roughly O.Oiror —20 dBFas was shown in Chapter 2 and 
demonstrated in Chapter 4. At this low signal-to-noise ratioFeach transmission will 
only be able to communicate at roughly 0.01 bits per second per Hz of bandwidthr 
or 0.01PF bits per second. But unlike the case in the previous paragraphrat any 
given time a constant fraction of stationsr independent of network sizeFmay make 
simultaneous use of the channel. This constant fraction may be somewhere around 
one third to one half of the stations (which is suggested by Figure 4.6). For a network 
of only 100 stationsrthis scheme will not perform as well as a scheme that has only 
one transmission at a time (assuming at most one bit per second per Hertz is possible 
in the clear channel)ras 50 (one half of 100) transmissions in parallel cannot win 
back the factor of one hundred penalty in raw throughput. But at 1FJ00 stationsr 
where 300 to 500 stations may be transmitting simultaneouslyTthen a factor of 300 
in parallelism is more than sufficient to make up for the lost raw performance of the 
channel. This advantage (for this contrived traffic load) improves as the system scales 
to even more stations because in this case the fraction of time available to each station 
will remain constant as the system scales. 

Hence the simultaneous sharing of the channel is advantageous for performance 
even with the reduction in raw channel performancer if there is sufficient locality 
in the traffic. For purely local traffic this advantage increases as the system scales. 
In other wordsFa system that allows only one transmission at a time cannot scale 
while maintaining any level of per-station performance. A system with distributedr 



71 



simultaneous use of the channel can scale while maintaining the level of performance 
if the traffic is local. 

The system can scale reasonably even if the the traffic is not strictly local. In 
the UDOO-station networkrthe advantage over one-at-a-time would be maintained if 
traffic were on average taking fewer than 3 hops. The per-station performance of the 
system can be maintained as the system scales if the average number of hops taken 
remains small. 

5.4 Applicability 

Reasonable performance of a multihop packet radio system using the methods pre- 
sented in this work depends on the locality of the traffic. Traffic loads with insufficient 
locality will swamp large systems with congestion. Hence large-scale multihop packet 
radio networks will be limited to applications that have either locality in the traffic or 
low demand on system performance. In small scale networks (of a few number of sta- 
tionsrnot necessarily limited in geographic extent) all traffic is local when compared 
to large scale networksrhence a wider variety of traffic patterns could be supported 
if the number of stations was not large. 

If the network is large and the traffic demand is not sufficiently locairthen this 
sort of packet radio network alone will not be able to meet the demands. Multi- 
hop packet radio networks are notrhoweverrcompletely useless in this situation. An 
overlaid wireline infrastructure could be added to an existing packet radio network 
to alleviate congestion by carrying the long-haul traffic. While the resulting system 
might not provide any performance advantage over a more traditional asymmetric 
cellular system (in which user stations communicated directly only with base sta- 
tions)rsome important operational advantages of multihop remain. With multihopr 
the initial deployment can be without any infrastructure at all. The user stations in 
a multihop system are not entirely dependent on the existence or correct operation 
of any infrastructure to be usefuirunlike cellular telephone equipment. 

One area where multihop systems might be useful even if the traffic were not 
strictly local is for netnews-like flooding. In this application each station originates 
only occasional trafficrbut all traffic is received and collected by every station. This 
application might seem like a good match for a system where each station makes 
one transmission of the traffic it originates which is received by all other stations all 
at once. The maximum throughput in this case would be at most a small constant 
times the channel bandwidth (for the same reasons as in the previous section). But 
for large networksr multihop systems will be advantageous. In a multihop systemr 
flooding a message using single unicast hops will require one transmission to each 
station. With these transmissions performed in parallel by the multihop systemr 
simultaneous flooding of messages at a rate greater than the clear-channel rate is 
possible. This is because the system can take advantage of the isolation provided by 
the free-space loss in radio signals to enable spatial re-use. Furthermorerthe multihop 
system does not require that every station be able to hear every other stationFand 
does not require any system-wide management of the channel. 
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Chapter 6 
Conclusions 



By using spread-spectrum techniques and by using the scheduling algorithm of Chap- 
ter 3rstations in a large packet radio network can communicater without collisionsr 
with nearby neighbors. The techniques developed require no system-wide coordina- 
tion to manage access to the channel. The only coordination required is pairwise 
between neighbors who are in direct communicationrand the results of coordinating 
with one neighbor have no consequence in the coordination with other neighborsFso 
there is no transitive dependency in the coordination. With this completely decen- 
tralized controirand with a practically-constant lower bound on the signal-to-noise 
ratio of signals from nearby neighbors as the system scalesFpacket radio networks can 
scale to almost arbitrary numbers of stations. 

Multihop routingr using minimum energy routesFcan be used to communicate 
beyond the immediate neighbors. Minimum energy routes also determine which sta- 
tions are immediate neighbors. In simulation with 1FJ00 stationsFminimum energy 
routes were demonstrated to result in a fully connected network in which all packets 
could be received with acceptable signal-to-noise ratios under a worst-case traffic load 
(which kept the transmitters busy at all times that they could be sending a packet to a 
neighbor). Depending on the pattern of offered trafficFcongestion may be a problem. 
If traffic is distributed uniformly from and to each area of the netrthen congestion 
will result. This congestion grows worse as the system scales to large numbers of 
nodes. 

An attempt to alleviate the congestion by modifying the routing algorithm to have 
a slight preference for paths that traverse fewer hops (reducing the number of end-to- 
end paths sharing transit stations and reducing delay) resulted in a decrease in signal- 
to-noise ratio that more than offset any gain in throughput from reduced congestion. 
Minimum energy routes appear to be important for maintaining reasonable signal-to- 
noise ratios. 

The congestion implies that the system cannot scale arbitrarily while maintain- 
ing a per-station performance guarantee for arbitrary traffic patterns. But for traffic 
patterns that are sufficiently locairthe techniques developed here are capable of guar- 
anteeing a nondecreasing level of service as the system scales. For a network of 1FJ00 
stationsFusing the techniques developed here is advantageous over sending all pack- 
ets directly from source to destination using ideal time division multiplexing on a 
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clear channeirif on average the packets are traversing fewer than three hops. 1 The 
advantage is due to the spatial re-use enabled by allowing simultaneous use of the 
channel. The total system throughput in the clear-channel time-division multiplexing 
case remains constant as the number of stations increases. But with the techniques 
hereras long as the traffic is bounded to a maximum number of hopsrthe total system 
throughput will scale linearly with the number of stations. 

6.1 Contributions 

The important contributions in this work are: 

• This work is the first in scalable multihop packet radio networks at the system 
level to use a model of propagation and detection that captures the effect of 
interference from distant stations. The commonly used transmission radius 
model neglects the effect of combined interference from distant stations which 
is important to understanding the effect of noise on system performance. 

• The analysis in Chapter 2 shows thatras the system scalesrthe noise level 
remains bounded with respect to the signal level from a nearby neighbor. 



• 



The novel pseudo-random scheduling method presented in Chapter 3 can achieve 
collision-free transmission of packets without the need for any system- wide syn- 
chronization or system-wide coordination. 

• Minimizing the total energy of each packet's transmission through the network 
is a straightforward and practical method of choosing routes in a multi-hop 
network. In generairstations might not know their geometric locationsrbut the 
path gain between two stations can be measured directly by the stations when 
they rendezvous. 

6.2 Applications 

The techniques in this thesis are applicable to more than just large-scale wireless 
networks. Small-scale packet radio networks can benefit from robustness of high pro- 
cessing gain and decentralized channel management. Such networks would include 
wireless local area networks for in-building useror wider area networks of lesser den- 
sity. Even for networks that are not anticipated to grow to a very large scaler the 
use of high processing gain adds robustness against interference from other sourcesr 
and (perhaps more importantly) guards against failure-by-success should the system 
become popular and grow to a larger size than anticipated. 

Large-scale packet networks will probably need a significant amount of wireline 
infrastructure to extract the congestion from the network. Even sorthe techniques 



1 There are probably more flexible criteria for "sufficiently local" than just bounding the maximum 
number of hops that the traffic is allowed to take. 
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described here would work well for "last mile" systems. The multi-hop ability of 
the networks developed here would allow for initial deployment to be without in- 
frastructure. If the system becomes popularrthen the investment could be made in 
infrastructure incrementally as the number of users grows. For exampleFa utility 
company could run wires on the poles in a town to pole-top boxes. 

The widest of the existing "Part 15" unlicensed spread-spectrum bands in the 
U.S. is 125 MHz wide. (It runs from 5725 to 5850 MHz.) The raw throughput (the 
data rate while transmitting) of a system using 23 dB of processing gain would be 
around 625 thousand bits per second (kbps). The maximum throughput from one 
station to a single neighborrthe a of Section 5.3.1Twould be about 94 kbps. Two 
simultaneous streams out of a station could each run at around 86 kbps. This rate 
is barely enough to match the data rate offered by telephone companies as ISDN. A 
transit station on a path could barely deliver enough throughput to support one 64 
kbps digital telephone call passing through it. With 1024 subslots per secondreach 
subslot could handle a packet of around 76 bytes. With four subslots per slot and an 
expected delay of around 5 slot times for each hoprthe expected per-hop delay would 
be 20 ms. These delays would likely be intolerable. This performance might not be 
attractive in the marketplaceFparticularly when compared with ISDN service which 
gives each user a 64 kbps. 

If a 2 GHz wide swath of spectrum could be obtained (most likely at some fre- 
quency over 30 GHz)Tthen 23 dB of processing gain yields a raw data rate of about 
10 million bits per second (or 10 Mbps). The maximum throughput to a single neigh- 
borraTwould then be 1.5 Mbps. At this data raterand again with 1024 packets per 
secondreach packets could hold around 1200 bytes. This packet size and throughput 
are comparable to the performance of 10 Mbps Ethernet or a 1.5 Mbps leased Tl 
line. Ethernetsrwhich share their 10 Mbps among all of their usersFare commonly 
used with populations of a few dozen or more on each in the Internet today. While 
building the radio electronics today to make use of this wide of a bandwidth would 
be ambitious todayTthere may still be an unmet demand for this level of networking 
service in a few years. However the per-hop delay due to the scheduling would still 
be around 20 ms. (If the delay experienced by short packets is the primary concernr 
then smaller slots and subslots could be used.) 

6.3 Future work 

Designing an economically viable system will require additional research. Only a 
small portion of the large design space for station behavior has been explored in this 
work. A few ideas for further investigation are presented here. 

6.3.1 Directional antennas 

One promising method of improving performance is to use directional antennas. Every 
complete 3 dB improvement in SNR is a factor of two improvement in throughputr 
as processing gain can then be reduced. Electronically steerable phased arrays that 
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could make a 6 dB improvement in the desired direction over omnidirectional antennas 
would increase the signal-to-noise ratio by 12 dB (6 dB at transmitter and 6 dB at 
receiver). Though the need to steer the directional antennas would complicate the 
initial rendezvous and ongoing controirthis increase in gain would amount to a 16- 
fold increase in throughput that might make the 125 MHz-wide band at 5 GHz viable 
for a system with reasonable performance. Such a system could probably be built in 
prototype form with the electronics available today. 

A system 2 GHz wide with 12 dB or more in combined gain from directional 
antennas (6 dB at both the sender and receiver) would be quite attractive. If the 
system can operate with only 10 dB of processing gain (and 12 dB of gain from 
directional antennas) then the raw data bit rate while the transmitter is running would 
be around 200 megabits per secondrand a would be 30 megabits per second. There 
could be 10ID00 sub-slots per second for a packet size of around 2500 bytes. With 
four sub-slots per scheduling slotrthere would be 2500 scheduling slots per secondr 
so expected (low-load) per-hop scheduling delay of 5 slots would be 0.002 seconds. 
This packet size and throughput would be clearly better than Ethernet throughput 
performance for each hopFand the delays would be comparable to Ethernet. The 
electronics needed to build this system could be available in a decade. 

6.3.2 Propagation modeling 

Further refinement of the propagation model is needed. In addition to modeling the 
delay and multipath propagationrthe propagation of a candidate frequency band 
should be measured empirically from likely deployment locations. Stations with in- 
door antennas are an attractive possibilityTbut may be precluded by attenuation and 
multipath effects. Not much work can be done in this area without making empiri- 
cal measurements to determine the correct parameters for modeling attenuation and 
multipath. 

6.3.3 Routing 

This work has neglected one important implementation problem. If there are millions 
of stations in an arearhow are the stations to find routes to or even learn the address 
of the stations they wish to talk to? In networks this large it is unreasonable to expect 
each station to maintain a routing table entry for every possible destination. Some 
method for automatically aggregating routes to various regions is neededras well as 
a method for naming stations and finding the names of stations offering services. A 
study of the published literature (e.g. [Tsu88]) would be a first step. 

Minimum-energy routes need further examination. In this work they were initially 
tried as a stopgap measure to determine routes for simulating multihop traffic using 
the scheduling techniques of Chapter 3. The resulting congestion observed in the 
simulations (discussed in Chapter 5) led to some discussions about how to optimize 
routing. Though we were unable to formulate the optimization problem in linear 
formFwe came to believe that keeping the route energies low is important for system 
performance. However there may be more complicated methods of determining routes 
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that can lead to somewhat less congestion in some systemsFwithout impacting the 
signal-to-noise ratio. Directional antennas may also change the nature of this problem. 

One approach is to find a figure of merit for the system that collapses many 
different system parameters and measures of performance into a single scalar. The 
right figure of merit would aid comparisons between different possibilities for system 
operation. The goal is to capture the essence of the "goodness" of a system in a 
single number. What exactly would make one system better than another? For a 
given traffic loadrtotal throughputs and delays might somehow be combined into a 
single measure of goodnessFsay average throughput divided by average delay. But 
another criterion for comparing two packet radio systems might be their ability to 
handle a wide variety of differing traffic loads. In [Kar91] Karn proposes |^ where r 
is the total system bit vateTD is the average distance between nodesrS is the channel 
bandwidthrand A is the area of the system. With this metricFa given technique for 
controlling a packet radio network yields different values of merit as the system is 
scaled in linear sizeFas the capacities between stations would remain identical. But 
as we have seenFwith free space propagationFscaling in linear size does not change 
the signal-to-noise ratios in a system that is limited by self-interference. Therefore 
we believe that Karn's figure of merit can be improved upon. 

An interesting question is to determine the dimensionality of the network resulting 
from minimum-energy routes among stations distributed randomly in the plane. For 
examplenf we scaled the network of Figure 4.9 up to 10FJ00 randomly placed stations 
and examined the amount of sharing (by plotting a distribution like in Figure 5.1) we 
do not know what fraction of the 10 8 routes will pass through the most heavily shared 
stations. If the dimensionality is 2rthen we would expect the number of paths through 
a station to grow O(M^) (where M is the number of stations). To see thisrimagine 
dividing the region in half. The number of end-to-end paths that cross the divide will 
grow as the square of the number of stations (for any number of dimensions). In two 
dimensionsrthe number of ways to cross the divide would be expected to grow as the 
square root of the number of stationsFso the M 2 paths would be shared among the 
VM crossings. It is possible that the routes resulting from minimum energy routing 
lead to a growth in the number of routes through some stations at a rate faster than 
O(Mi). In that case it would be said that the dimensionality is less than 2. 

6.3.4 Infrastructure 

A large packet radio network would not exist in isolation. There would likely be many 
"exit points" that would be connected to service providers or to the global Internet. 
Even within a single metropolitan arear communication outside of a local area will 
probably best be provided by exiting the system at some point and traveling over 
wired networks. The placement of these exit points has not been investigated here. 
One simple problem that might be investigated (within the spirit of the randomly 
placed stations) would be to install large-capacity tunnels between randomly selected 
stations and examine the resulting routes and congestion. It might not take many of 
these randomly placed tunnels to alleviate much of the congestion seen in Chapter 5. 
Another question is to determine at what rate the infrastructure must grow as the 
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network grows. These questions again depend on routing and the demand for service; 
questions that are difficult to determine before real users are involved in the generation 
of traffic. 
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